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TENDERER’S OFFERS
OR COMMENTS
frefer Annexure A-3)

a. This specification covers the design, manufacture, tests, performance
and acceptance requirements for Service Dress handbags for female
personnel of the South African Navy,

a. For the purpose of this specification, the definitions given in
SANS 10371 and the following shall apply : .

1. Acceptable : acceptable to the South African Navy.

ii. Defective : ahandbag that, at inspection, is judged to have a
major fault that is likely to cause it to fail in
wear, or be unsightly to the extent that it is
unsuitable for issue, or fail in one or more
respects to comply with the requirements of this
specification.

ii. FIFO . Firstin, first out.

iv. Lot : a consignment of finished handbags presented
for inspection at one time, intended for despatch
to one destination.

v. Nominal : subject to the tolerances normal to good
manufacturing practice (QR in accordance with
SANS 977).

vi. NSN : National Stock Number. ‘

vil. SANS : South African National Standard (SABS).

a. The style shall be as follows :

i. It shall have three (3) main compartments that shall fasten with
slide fasteners.

1i. It shall consist of :

1.) Front panel.
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OR COMMENTS
{refer Annexure A-3)

2) Rearpanel.
3) Two (2)sidepanels. e,
4.) Top inserts (separated by a slider fastener). | s
5 Base.

6.) Fixed carry straps that shall be attached to the front and rear
panels respectively.

iii. Front panel shall consist of a single panel that shall be fitted
withametal badge.

iv. Rear panel shall consist of a single panel that shall incorporate
an exterior vertical inset pocket that shall fasten with a slide

fastener.

v. Base shall consist of a single panel with metal feet. | ...l
vi. Side panels that shall consist of a single panel. | i
vii‘. Top insert that shali consist of two (2) panels. |
viii. Interior that shall be fully lined with lining. |

ix. Lining of front compartment shall be fitted with an interior
lining pocket.

X. Lining of centre compartment shall be fitted with two (2)
interior lining pen pockeis and two (2) rectangular patch
pockets.

x1. Shall be supplied in the colour ds specified in this specification
or an acceptable match thereto.

~

Standard samples, where and if available, are held by, and\may be
viewed at the Procurement Authority or the liaison authority, as
specified in Annexure A paragraph A-1.7.

a. Each handbag shall comfortably and effortlessly interface with as
. well as complement any and all Women's Service Dress items worn
by female personnel of the South Afiican Navy. e
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}

f

Fig. 2 - Rear view
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Fig. 3 — Side views
(Note — The carry straps have been omitted in these illustrations)
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Fig. 4 — Base of bag
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Fig. 6 — Interior pockets in lining of the centre compartment.
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a. No materials shall be supplied by the South African Navy, unless
otherwise specified in the order or contract. ] o

b. All materials, as specified in this specification, shall be supplied and
used by the manufacturer and the colour thereof shall be an
acceptable match to the specified outer colour of the handbag. P

¢. A trim chart containing a sample of each component material {as
spectfied in this specification) shall accompany the pre-production
samples. e

a. Quter material.

i. It shall be a dyed through, full grain, bovine leather that shall,
when tested in accordance with the relevant methods specified in
Column 3 of TABLE 1, comply with or exceed the physical and
chemical requirements specified in Column 2 of TABLE 1. | ...l

ii. It shall have a nominal thickness of not less than 1,0 mm and not
more than 1.3 mm. 0. e aeaaneaanas

iii. Itshall have a lightly printed finish. | oo,

iv. The leather shall not contain any leather that is pipy, loose
grained, hard or bone.

..........................

v. The leather and / or any other materials / metals used in the
manufacture of the handbag shall be suitable for all skin types
and shall not cause any allergic reactions, rashes or any other
skin issues when coming into contact with the wearer’s skin at
any time (day or night), especially when the wearer perspires. | ......... et
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TENDERER’S OFFERS

OR COMMENTS
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vi. The final exterior colour of the leather shall be Black to
SANS CKS 129 colour code 877c or an acceptable match

thereto. e e,

TABLE 1 : Physical and chemical requirements for leather.

1 2 3
Property Requirement Test method
Shrinkage temperature (° C) (min.) :
Organic tannage 70° SANS 3380
In-organic tannage 90° .
pH - Value (min.) : 3.3 SANS 4045
Tear strength
{(N/mm of thickness) : 40 SANS 5637
0, .

Grease content (%) : 3.0 t0 12,0 SANS 5618

(on a moisture-free basis)

Resistance of finish to rubbing
(rating) (min.) :

SANS 712
Dry rubbing 4
Wet rubbing 4
Adhesion of finish (N} (min.) :
Dry 5,0 SANS 11644
Wet 3.0
Only fine ~
Fiex endurance (flexometer) : cracks in the
After 10 000 cycles finish shall be SANS 17694
permitted
Colour fastness on exposure to light -
(rating) (min.) : 6 SANS 105-B02
Strength at stitchline
(N/em of width) (min.) - 100 B8 5131-3.1
Fastness to water spotting (rating, -
after 16 hours recovery) (min.) : > SANS 15700
Scuff resistance (by col h
resistance (by colour change) 5 SANS 5884

(max.) :
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b. Lining and internal pocket material.

i. It shall be an acceptable woven Polyester or Nylon fabric that
shall be suitable for the intended purpose. ]

ii. It shall comply with or exceed the performance réquirements as
specified in Column 2 of TABLE 5 of SANS 1298. I s

iii. The colour shall be an acceptable macth to the colour of the
outer material, unless otherwise specified or instructed by the
SANavy. e

¢c. Metal components.

i.  General

1.) It shall be acceptable metal that shall be electroplated with
Brass to render a product that shall be suitable for all skin
types (hypoallergenic) and be corrosion resistant. | .o

2.} It shall be of such strength as to be fit for its intended
purpose.

3.) All metal parts shall have a polished mirror finish after ‘
electroplating. e

4.) The thickness of the electroplated éoa‘ting shall not be less
than 5 um when measured at any point. ] e,

! 5.) The electroplating shall comply with or exceed the
requirements as specified in SANS 136. 1

6.) Al exterior metal parts shall be coated, after electroplating,
with a non-removable and scuff-resistant clear Polyurethane
coating that shall prevent oxidiatation and damage to the
electroplating as well as eliminating the need for periodic
polishing thereof in order to maintain a polished mirror
finish. Electroplating and clear coat shall not stain any part
of the handbag during usage (i.e. leather and / or lining). | ..cooviviriiiiiiinnnnnn.

7.) The clear coating and thickness thereof shall be in
accordance with the manufacturer’s specifications, but shall
be capable of complying with the requirement as specified
in paragraph 6 above. e,

ii. Decorative strap attachment fittings.

1.) It shall be rectangles that shall neatly accommodate the
shoulder straps. e
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2.) The overall nominal dimensions are given in Figure §

below.

3o

36 mm
Fig. 8 — Decorative strap attachment fittings (to serve as guideline).
iii. Badge.

1.) It shall be circular.

2.) The design shall incorporate the emblem of the South

African Navy (see Figure 9 below for guidance).

3.) The emblem shall be die-stamped in such a way that it shall
stand proud of the background, thereby creating a 3D effect.

4.) It shall have an overall nominal diameter of 40 mm.

5.) It shall be electroplated with Brass (i.e. monotone) to obtain
a polished mirror finish and shall then be coated with a non-
removable and scuff-resistant clear Polyurethane coating.

il

H

o

B

Fig. 9 — Emblem on metal identification badge.

TENDERER’S OFFERS
OR COMMENTS
(refer Annexure A-3)

..........................

..........................

..........................

..........................

..........................

..........................
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iv. Badge attachment fittings.

1.) It shall be such as to permanently and securely attach the
badge to the handbag (i.e. non-removable by any'means). | ......covviiiiiiininnnn.

v. Balancing feet (studs).

1.) Tt shall be conical studs with a flat base, manufactured from
a corrosion-resistant metal (i.e. no electroplating allowed)
and shall be permanetly and securely attached to the
handbag. |

2.) Each stud shall have a nominal diameter of not less than
11 mm (when measured at the base). | L

3.) Each stud shall have a nominal height of not less than
Smm.

d. Slide fasteners.

i. It shall be one-way closed-end type slide fasteners. | ..
ii. Each slider shall incorporate a syntheticcoil. ]

iil. All exterior slide fasteners shall comply with or exceed the
relevant requirements of SANS 1822 — performance Class B

~

slide fasteners. O

iv. All interior slide f{asteners shall comply with or exceed the
relevant requirements of SANS 1822 — performance Class A
slide fasteners.

v. Colour of all slide fasteners shall be an acceptable match to that
of the outer material. .

vi. All sliders and pullers shall be metal (silver coloured). | ..o,
vii. All pullers shall be long enough to facilitate easy opening. | ..ovvviiiiiiiiiiininnnn..

e. Reinforcing board.

i. It shall be an acceptable plain grey paper chipboard with a
nominal thickness of not less than 1,0 mm and not more than
1,3 mm for the base of the handbag as well as for the front and
rear panel facings.

. For all other applications, plain paperboard of nominal thickness
0,5 mm shall be utilized.

f. Padding,
i. It shall be an acceptable celiular (foam) material. |
ii. It shall have a nominal thickness of not less than 3mm. | ...,

iii. It shall not disintergrate during the service life of the handbag
and shall at best outlast the service life of the handbag. | ...l
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g. Reinforcing tape.

i. It shall be used in the shoulder strap(s). e
ii. It shall be a commercial quality Polypropylene strapping tape. | ......oooiiiiiinn.
i1, It shall have a nominal thickness‘of notlessthan 1 mm.. | .o
iv. It shall have a breaking strength of not less than 1000 N. |

h.  Threads.

i. Threads shall comply with or exceed the relevant requirements
of SANS 1362.

ii. Sewiﬁg thread shall be a Polyester-and-Cotton core spun thread
(80% Polyester and 20% Cotton), ticket No. 36, | o

iii. Colour shall be an acceptable match to the colour of the material
with which it shallbeused. | L e

a. Fach handbag shall be cut and made with first-class workmanship
throughout. S e

b. Handbags shall be of uniform and acceptable make, colour and
finish. ] e,

¢. Each handbag shall be free from defects, which may affect its
appearance or may affect its serviceability (or both) as well as from
marks, spots and stains incurred in the making-up. ] .o,

d. Seams and stitches shall be srnooth and uniform, free from twists,
pleats and puckers and shall sufficiently be extensible to avoid seam
cracking and undue shrinkage inuse.. 1 e,

e. Ends of sewing shall be trimmed and loose threads removed. | ..o,

f.  Ends of sewing shall be back-tacked if unsecured.

..........................

g Seam allowances on the lining(s) shall be wide enough to prevent
seam failure caused by fraying.

h. All outer material components shall be so skived and folded that no
raw edges shall be visible on the outside of the handbag or on a
strap(s).

..........................
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TENDERER’S OFFERS
OR COMMENTS
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Ilustrations are not to scale and are for guidance only, and unless
inconsistent with the text, all measurements are nominal, unless
otherwise specified.

a. [Exterior.

i. General design.

1.) Each handbag shall consist of the following main sections :

e Frontpanel

e Rearpanel

e Basepanel |

e  Twosidepanels |

e Topinserts e

e Carrystraps e

ii. Front panel.
1.) Shall be cut as a single panel of outer material. | .

2.} Shall be backed with foam that shall extend along the full
width and length of the froni panel. I L

3.) Shall be of finished depth 250 mm. ] e

4.) Shall be of finished width 380 mm (measured along top
. edge, between the front-to-side panel seams).

5.) Shall be of finished width 400 mm (measured along the
base, between the front-to-side panel seams). | o

6.) Be fitted with a metal badge thatshall: | L,
¢ Be centrally positioned in the width of the front panel. | ...

e - Be positioned with its top edge 20 mm below the top
edge of the front panel (see Figure 10). | .

7.) Top edge to be faced with outer material (see Figure 11)
that shall - L e

e Be interlined with papér chipboard that shall extend
along the full width and depth of the facing. | ..o

o Beoffinished depth40mm. |
e  Form part of the front compartment opening. | .o,

e Be edge-stitched 2 mm along the front panel-to-facing
searn. o
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8.) Carry straps shall be sewn to the front panel with :

Side edges folded in and edge-stitched 2 mm to the
front panel.

Be of finished width 25 mm.
Bottom edges sewn in with the base seam.
Straps that shall be parallel to each other.

Inner edges of strap that shall be positioned 150 mm
apart. .

Top edges to form a loop of finished length 15 mm
(after being folded double).

Each loop shall be fitted with a decorative strép

" attachment fitting in such a way that the strap shall be

folded over the bottom bar of the fitting,

Free edge of loop shall be sewn in with the front panel-
to-facing seam.

Be properly secured along the insertion position.

AT

s S BT

i Gy~ i i

Cidoa 2 TaTe )

25 mm
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3 E: % 3
- s i
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Fig. 10 — Front panel.

TENDERER’S OFFERS
OR COMMENTS
{refer Annexure A-3)

..........................

..........................

..........................

..........................

..........................
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Fig. 12 — Rear panel.

1ii. Rear panel,

1.} Shall be cut as a single panel of outer material. O

2.) Shall be backed with foam that shall extend along the full
width and length of the rear panel. | L

3.) Shall have square outer corners. | e
4.) Shall be of finished depth 256 mm. |

5.) Shall be of finished width 380 mm (measured along top
edge, between the rear-to-side panel seams).

..........................
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6.) Shall be of finished width 400 mm (measured along the
base, between the rear-to-side panel seams). | oo,

7.) Be fitted with an exterior inset pocket thatshall: | ...l

e Have a pocket mouth 70 mm below the top edge of the
- rear panel (see Figure 12). b,

e Be positioned centrally between the two carTy Straps. | vovvveviviieiiiieieeinnnn,
e Have a pocket mouth of finished length 140 mm. | ...l

¢ Have mouth fitted with a slide fastener that shall extend
along the full width of the mouth. |

e Have the puller positioned at the front when in the
closed position (refer to as when the bag is worn over

the left shoulder).

»  Have a pocket bag of lining material and be of finished
width 140 mm and finished depth 140 mm. | ...l

8.} Top edge to be faced with outer material (see Figure 13)
thatshall:

* Be interlined with paper chipboard that shall extend
along the full width and depth of the facing. | ....coooiiiiiiiiin,

e Be of finished depth40mm. b
« Form part of the rear compartment opening. | ...

© Be edge-stitched 2 mm along the rear panel-to-facing
seam.

9.) Carry straps that shall be sewn to the rear panel with: | ..oooovivmoviiii .

e  Side edges folded in and edge-stitched 2 mm to the rear

panel.
e Beoffinished width25mm. 4
¢ Bottom edges sewn in with the base seam. | ...
o  Straps that shall be parailel to each other. | ...
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e Inner edges of strap that shall be positioned 150 mm
apart. ] e

e Top edges to form a loop of finished length 15 mm
(after being folded double). b

e Each loop shall be fitted with a decorative strap
attachment fitting in such a way that the strap shall be
folded over the bottom bar of the fitting. | ...

e Free edge of loop shall be sewn in with the rear panel-
to-facingseam.

s Be properly secured along the insertion position. | .oiiiiiiiiiiiiiiinnn.

Resrfacing

© Top insert

Fig. 13 — Rear panel Vfacing.

" iv. Base panel.

1.) Shall be cut as a single panel of outer material. | oo

2.) Shall be reinforced with chipboard along the full width and
length of the base panel. b

3.) Shall have square outeredges. - |
4.) Shall be fitted with four balancing feet that shall be
permanently and sccurely attached and be of sufficient
length to allow for the caps to be firmly clinched and be

positioned as shown in Figure 14. L

5.) Shall be of finished dimensions as shown in F igure 14. b L,
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6.) Shall be edge-stitched 2 mm along all lengthwise seams.

o A0 mm "
eai— M AN UV B S ";
e .

105 g 8% min
s ol
M:.;;,“,M.,,._m e ot B30 zﬂ_r,,,,,.”..,.,g,._:;

o 355 ram >

Fig. 14 — Base dimensions.

v. Side panels.
1.) Shall be cut as a single panel of outer material.
2.} Shall have square outer corners.
3.) Be of finished depth 190 mm.

4.) Be of finished width 75 mm (xreasure along top edge, along
the side-to-top insert seam).

5.) Be of finished width 115 mm (measured along the base).

6.) Shall be edge-stitched 2 mm along the side-to-top insert
seam. -

ﬁ%ﬁm%

Fig. 15 - Side panel (as when viewed from the front when handbag
is worn over the left shoulder). h

TENDERER’S OFFERS
OR COMMENTS
(refer Annexure A-3)

..........................
..........................

..........................
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vi. Top inserts.

1.) Each top insert shall be cut as a single panel of outer
material. e

2.) Shall be of such length that it shall extend from the one side
panel to theother,

3.) Shall each be of finished depth35mm. | e

4.y Shall join the two sections by means of a slide fastener that
shall : : S

e Extend from the one side panel seam to the other. | ...

e Be attached in such a way that when the handbag is
worn over the left shoulder, the pullers shall be
positioned to the fromt. | L

e Be attached to the top inserts by means of a 2 mm edge-
stitching. N

5.) Shall lenghtwise be sewn to the front and rear compartment
facing (see Figure 16and 17). | s

6.) Shall form opening of centre compartment. | i

R coppanm oy
o i
S b e 2 2 TICRANE ”.nj%ﬂuv N
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%—km.z.v.s-g\~.-.'°-.':a-=-.-.w._',-,',-.-.-,:-.a-i,:.:‘1.:.g;.',«.v,t.-.».w.n-.-.-g:;-‘,-g.-.-.-.-.- 5
. :

=t f’ ity

Raar orshtsunant

Fig. 16 — Top inserts (handbag seen from the top).

vii. Carry straps.
1.) Shall be two (2) separate straps. | e,

2.) Shall each be of double folded outer material and edge-
stitched 2 mm.

..........................

3.) Shall be interlined with reinforcing tape that shall be
stitched in with the turned-in edges of the strap along the
entire length of the strap.

..........................

4.) Be of nominal finished width 25 mm.

..........................
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5.) Be such that the cut ends shall be neatly folded inwards to
ensure no raw edges shall be visible. b

6.) Free ends to be folded onto itself for a distance of 35 mm,
forming a loop that shall be folded over the top bar of the
decorative strap attachment fitting and stitched down
20 mm and 32 mm from the foldededge. | i

7.) Be securely box-tacked and cross-tacked between the
horizontal stitchings (see Figures 1and 2). | .

8.) Each shall be of nominal finished length 630 mm. | ..

viil. Compartments.

1.} Each handbag shaill have three (3) main compartments
{(see Figure 16) as follows: | L

e Frontcompartment. | L,
e ~ Centre compartment. | s
e Rearcompartment. .

ix. Compartment facings.

1.) The edges of the top openings of the front and rear
compartments shall be faced with outer material (see
Figure 17) thatshall:

o Beofnominal finisheddepth40 mm. |

¢ Shall be lined with outer material and §hall be of
nominal finished depth 30 mm. e

e DBe edge-stitched 2 mm along the upper edges. | oo,
2.) The compartment facings and relevant front and rear facings

shall respectively be joined by means of slide fasteners that
shall:

e Extend along the full length of the compartment. | ...
e Be attached in such a way that when the handbag is

worn over the left shoulder, the pullers shall be
positioned to the front. L
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e Back edge of the slide fastener shall be covered with an
outer material patch.

[Frant facing

= =1
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%— AT A L T S s
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Compartmant fating

4§

Hasr {acing

Fig. 17 — Top inserts (handbag seen from the top).

b. Interior.
i. General.
1.) Shall be fully lined with lining.

2.) Lining shall be sewn together with the slide fasteners of the
compartment openings.

3.} Lining shall correspond with the width, depth and shape of
the bag.

4.} Only the front and central compartments shall have interior
pockets. ' '

ii. Front compartment pocket.

1.) The front compartment pocket shall incorporate an inset
pocket that shall : ‘

s Be inserted into the front lining wall of the front
compartment.

e  Shall have a mouth opening that shall be reinforced
with a patch of outer material of dimensions as
indicated in Figure 18 and : )

- With reinforcement patch laid on top of the lining
panel.

- Be attached by means of a 2 mm edge-stitching
along all edges.

- With top edge of reinforcement patch positioned
60 mm below the top edge of the front panel.

TENDERER’S OFFERS
OR COMMENTS
(refer Annexure A-3}

..........................

..........................

..........................

..........................

..........................

..........................

..........................

..........................
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OR COMMENTS
(refer Annexure A-3)
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Be centrally positioned in the width of the lining panel. | ...........ooooiiini.

..........................

Have the mouth opening fitted with a slide fastener.

Slide fastener and mouth opening shall have a nominal

..........................

@
finished length of 190 mm.
Have a pocket bag that shall be of double folded lining.

..........................

Have a depth that shall be such that it shall extend

along the full depth of the bag.

A

50 mny

& L N s

Lgome L8BET

'
!
5

)
i

23 mm

[
A
e
x
é i 7 A I S A, WAL R,
o

Fig. 18 — Front compartment inset pocket with outer material
reinforcement patch.

..........................

iii. Centre compartment pocket.
1.) The centre compartment pocket shall incorporate patch

..........................

pockets that shall :
Incorporate four pockets (i.e. two plain pockets and two

-]

pen pockets).
Incorporate paperboard that shall completely be covered
ay that no cut edges shall be

..........................

L
with lining in such a w

..........................

visible.
Be sewn to the front lining wall of the centre

compartment. -
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o Have the side and bottom edges attached to the inner

RESTRICTED

wall with a 2 mm edge-stitching.

o Have each side edge incorporate a knife pleat of
nominal finished depth 10 mm in order fo create
fullness at the top, which shall taper to nothing at the
bottom. )

e Be of finished dimenstons as shown in Figure 19.

s Be positioned with the top edge 70 mm below the slide

fastener of the centre compartment mouth opening.
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i

210 mm
Fig. 19 — Centre compartment patch pockets.

All sewing shall be in accordance with SANS 10101.

4. Stitches.

i.  All stitches

: single needle lock stitch

TENDERER’S OFFERS
OR COMMENTS
(vefer Annexure A-3)

..........................
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TENDERER’S OFFERS
OR COMMENTS
(refer Annexure 4-3)

b. Seams.

i.  All seams shall be wide enough to prevent seam failure caused
by fraying. ] e

it. Mainseams :seamtype SSa. | s

~

Superimpose two or more plies of material and seam with one
row of stitches positioned at the specified distance(s) from the
alignededges. ] e

iii. Top edges of compartments-to-facings : seam type SSc-1. | .o

i
)

Y
—-—n——w—“—";

Superimpose two plies of material, turn in the specified width at
the edge of each ply and seam through the turned edges with the
appropriate number of rows of stitches (positioned at the
specified distance(s) from the aligned edges). ] o

iv. Attachment of slide fastener(s), facing(s) and lining(s)
seam type SSt-1 {amended). | e

Superimpose one or more plies of material (with the outer
edge(s) turned in) on a swip and seam with the appropriate
number of rows of stitches. |

v. Attachment of centre compartment patch pocket) : seam
type SSb-1 (amended). e,

p

=

Superimpose a doubled layer of fabric on 2 second ply, and seam
through the edges with the appropriate number of rows of
stitches.

..........................
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vi. Carry strap : seam type EFp-2.

=
—
Turn in both edges of a strip of material, fold the strip so that the

turned-in edges are aligned, and seam each side with one row of
stitches.

¢.  Number of stitches (in accordance with SANS 5278).

i.  All seams and top-stitching : 36 stitches = 4 per 100 mm

a. Label propcrties.

i. Al labels shall be white woven rayon labels that shall be
suitable for printing.

ii. All labels shall be in accordance with SANS 1309 requirements.

iii. All information printed on the labels shall be legible and
indelible block letters of height at least 3 mm.

iv. Ink used for printing shall comply with or exceed the
requirements of SANS 432.

v. Each label shall be permanently secured to a handbag,

vi. Each label, complete with its respective printing and / or
markings, shall be such that it shall outlast the handbag.

b. Care-labelling.

i. No care-labelling shall be required, but each handbag shall be
delivered with an appropriate care and / or maintenance
instructions / pamphlet. '

¢. Marking,

1. Each handbag shall, sewn to the internai pocket, have a woven
fabric label that shall comply with the requirements of
SANS 1309.

TENDERER’S OFFERS
OR COMMENTS
(refer Annexure A-3)

..........................

..........................
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TENDERER’S OFFERS
OR COMMENTS
{refer Annexure A-3)

ii. The label shall provide the following information in legible and
indelible block letters of height atleast 3 mm: | o

1.) Itein Description  : HANDBAG, WOMAN’S |
2.) National Stock Number | o B445-18-196-4324 | L
3.) Colour : BLACK e,
4,) Manufacturer’s name or trademark orboth. | L
5.) Year of manufacture. |
6.) The words “SANAVY”., e
7.) Sufficient space for the wearer’s name. C ]

8.) Country of Origin.

a. Packaging.

i. FHach handbag shali be delivered in a clean, dry and
commercially acceptable condition. S e,

ii. Each handbag shall be so packed that it shall not be damage in
transit or in long term storage. 1 e,

iii. Each handbag shall be individually filled with a moisture
absorbent paper (or an accepiabie alternative) that shall not only
absorb any moisture entering the bag, but also ald in retaining
the original shape of the bag. S

iv. Each handbag shall be individually packed in a durable plastic
envelope of suitable size and shape that shall effectively prevent
damage to the bag whilst being in storage. | oo,

v. Unless otherwise specified in the order or contract, handbags in
their plastic envelopes shall acceptably be packaged (in units of
10) for transportation in acceptable bulk containers that shall
comply with RSA-MIL-SPEC 296 specification or an acceptable
equivalent thereof.
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TENDERER’S OFFERS
OR COMMENTS
(vefer Annexure A-3)

b. Plastic envelopes,

~

i. Each plastic envelope shall have a self-adhesive type label
attached that shall, legible and indelible, display the following

information : ] e
1) Ttem Description : HANDBAG, WOMAN’S | s
2) National Stock Number : 8445-18-196-4324 | .o

3.) Colour : BLACK
¢.  Containers.

i,  Each bulk container (RSA-MIL-SPEC 296) shall, in addition to
the address for delivery, have an A4-size label securely attached
to all four sides of the lids {outer component) that shall provide
the following information in legible and indelible printed block
letters © ] e

1.) Item Description : HANDBAG, WOMAN’S, SANAVY | ...
2.) Quantity. e,
3.) Ordernumber. ]
4) Mass of packed container. | e
5) Manufacturer’s name or trademark orboth. |
6.) Year of manufacture. ]
7.) National Stock Number : 8445-18-196-4324 | ..
8.) Colouwr : BLACK e
9) FIFOmarking. e
10.) VAT number of the Coniractdr.. ..........................
11)Invoice number.
12.) Number of bulk containers in consignment (e.g. i‘l of 10™) I oo
}3.) Quality control authority’s certificate / invoice BUMBEE. | eeeeeeeeee e,

d.  Additional marking.

i. When so required by the South African Navy and / or
Procurement authority, handbags, plastic envelopes, cardboard
boxes or containers (or any combination of these) shall bear
information additional to that specified in this specification.
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TENDERER’S OFFERS
OR COMMENTS
{refer Annexure A-3)

a. The following standards contain provisions which, through reference
in this text, constitute provisions of this specification. All standards
are subject to revision and, since any reference to a standard is
deemed to be reference to the latest edition of a standard, parties to
agreements based on this specification are encouraged to take steps
to ensure the use of the latest editions of the standards indicated
below. Information on currently valid National and International
standards may be obtained from the South African Bureau of
Standards. Indicating compliance with the standards listed below, the
manufacturer shall incorporate the relevant standards’ requirements
into the design and manufacture of the handbag(s) :

1. BS 5131-3.1 i Methods of test for footwear and
footwear materials,  Uppers,
textiles and threads. Strength of
upper materials and lining
materials at right angles to stitch
perforations. | i

il. RSA-MIL-SPEC 296 : Corrugated board boxes for
clothing and footwear. | ...

iii. SANS 105-B02 - Textiles - Tests for colour
fastness Part B02 . Colour
fastness to artificial light : Xenon
arc fading lamp test. | L.

iv. SANS 136 : Metallic coatings ~_ Electrode-

posit.ed coatings of nickel. | ...l
V. SANS 432 : Indelible marking ink for textile

fabrics. 0
vi. SANS 712 : DPnnred side upper leather. | ...l
vil.  SANS 977 : Textile folerances. ..........................
vii.  SANS 1298 : Ladiés' ‘fas.hion handbags. | ...l
ix. SANS 1309 . Prnted labels for textiles. |
X. SANS 1362 : Sewingthreads. | L.
xi. SANS 1822 : Shdefasteners. | e,
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Xil.

xiil.

Xiv.

XV.

Xvi.

XVii.

XVIii.

xix.

XK.

xxi.

XXl

xxiii.

SANS 3380

SANS 4045

SANS 5278

SANS 5618

SANS 5637

SANS 3884

SANS 10101

SANS 10371

SANS 11644

SANS 15700

SANS 17694

SANS CKS 129
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Leather - -  Physical and
mechanical tests - Determination
of shrinkage temperature up to
100° C.

Leather - Chemical tests -
Determination of pH.

Sewing stitches per unit length.

Leather - Matter extractable by
petroleum ether.

Determination of tearing strength.

Scuff damage by imipact on
leather.

Standard nomenclature for
stitches, seams, and stitchings.
Terms and  definitions for
clothing.

Leather - Test for adhesion of
finish.

Leather - Tests for colour fastness
- Colour fastness to water
spotting.

Footwear . - Test methods for
uppers and lining - Flex
resistance. -

Colours for textiles.

TENDERER’S OFFERS
OR COMMENTS
(refer Annexure A-3}

--------------------------
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..........................

..........................
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ANNEXTURE A

(normative)

A-1 Inspection and quality control.

A-1.1 Unless otherwise stated, the South African Bureau-of Standards (SABS) or an approved,
certified and acceptable quality control authority shall be the inspecting authority.

A-1.2 Three (3) pre-production samples (of the completed handbag) shall have been
inspected, tested and approved by the relevant quality control authority prior to bulk
production commencing. Each one of these samples shall be accompanied by a trim chart
containing a sample of each component material (as specified in this specification) and it shall
be the duty of the manufacturer to give adequate notice to the quality control authority of the
availability of these samples. N

A-1.3 The handbags shall be subject to inspection during the course of manufacture. The
inspector shall, during normal working hours, be given all reasonable facilities for performing
his / her duties and shall have the right of entry into the Contractor’s factory or works of any
sub-contractor where work on the handbags supplied to this specification may be in progress.

A-1.4 The Contractor shall inspect the finished handbags for compliance with this
specification before submitting them to the quality control inspecting authority for final
inspection.

A-1.5 Before acceptance, the handbags shall have been inspected and tested by the quality
control authority and found to comply with the requirements of this specification.

A-1.6 The overail cost(s) for submitting the handbags to the relevant quality control authority
for inspection, compliance and certification with this specification, shall be included in the
overall tendered price.

A-1.7 Any applications for deviations from drawings or specification or any laid down
process, treatment or procedures, as set out in this specification, shall be made to the Warrant
Officer-in-Charge : Clothing, General Commodities, Building 668, NAVAL BASE SIMON’S
TOWN on Tel. no. : 021 787 5458 / 4558.

A-2  Documentation.

A-2.1 One cardboard box or container of esach consignment delivered, shall be marked
“DOCUMENTS” and shall, in addition to the handbags, contain the following :

a. The packing slip / delivery note.
b. The relevant quality control authority’s inspection compliance certificate(s).
c. A copy of the invoice containing the following :

i.  The order number.

ii. A full description of the consignment (i.e. items, sizes, quantities etc.).
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A-3 Notes,

A-3.1 Mandatory requirement.

a. All tenderers shall comply with the mandatory requirements specified below.

b.  All tenderers shall submit the completed tender documentation by the promulgated
closing date and time. FAILURE to comply herewith SHALIL lead to the
disqualification of the individual tenderer :

i. Offers and comments.

1.) Where item(s) are specified in detail, the specifications shall form an
integral part of the tender document and tenderers shall indicate in the
space provided whether the item(s) offered are to specification or not.

2.) Responses such as “YES”, “OK”, “N/A”, “NOTED”, “PARTIAL
COMPLIANT?, ticks, crosses, numerical “values and amalgamated /
united response(s) to paragraphs or pages SHALL NOT be
acceptable.

3) It shall be a mandatory requirement for tenderers to provide a response
on each and every doited line under the “TENDERERS’ OFFERS AND
COMMENTS” column(s). Any line left open (i.e. with no response
provided, as specified in paragraph A-3.1 (b) (ii) and (iii) below) shall
result in the specification being consider incomplete and shall lead to the
immediate disgualification of the individual tenderer.

ii. Compliance,

1.) In respect of the paragraphs where the item(s) offered are strictly to
specification, tenderers shall jnsert the word “COMPLY”

iii. Non-compliance.

1.) In respect of the paragraphs where the jtem(s) offered are not to
specification, tenderers shall insert the words “DO NOT COMPLY” and
the deviation(s) from the specification shail be indicated.

2.) A separate attached signed létterhead shall be used if space provided is
inadequate for listing the deviation(s). It shall clearly list the relevant
paragraph(s) and, in detail, the deviation(s) from that stated / specified.
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