Annexure 5

RT81-2024: SUPPLY AND DELIVERY OF BUILDING MATERIAL TO THE STATE FOR A PERIOD OF 36 MONTHS

Bidders Name:

TECHNICAL REQUIREMENTS FOR CARPENTRY MATERIALS AND

11

ACCESSORIES

DOORS AND IRONMONGERIES

COMPLY: YES/NO

111

Exterior solid meranti frame, brace, ledge and bottom door with flush back panel.
813 x 2032 x 44 mm will comply with set specifications and minimum requirements to
be supplied and delivered and offloaded.

Specifications and minimum requirements:

Finish: Solid meranti

Size: 813 mm x 2032 mm x 44 mm

Front: Manufactured with solid meranti tongue and groove planking finishing on
front of door in between top, bottom rail, and styles.

Back: Manufactured with meranti veneer backing.

Manufactured: with solid meranti

+100 mm x 44 mm styles.

+100 mm x 44 mm top rall,

+150 mm x 20 mm middle rail,

+100 mm x 20 mm braces,

+225 mm x 44 mm bottom rail.

Glued throughout with weather and boil proof adhesive or similar approved.
External doors will be SANS (SABS) approved.

STATE;

Signature
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1.111A

DOOR EXTERIOR SINGLE SOLID MERANTI FRAME, BRACE, LEDGE, AND
BOTTOM FRAME WITH FLUSH BACK PANEL 813 x 2032 x 44 mm to set
specifications and minimum requirements to be supplied, delivered, and offloaded.

STATE;
ICN: 5520705043789
1111B  |Specify make & type as per paragraphs 1.1.1; 1.1.1.1.A
Make:
Type: STATE;
112

Exterior solid meranti frame, brace, ledge, and bottom double door with flush back
panel.

1640 x 2032 x 44 mm will comply with set specifications and minimum requirements to
be supplied, delivered, and offloaded.

Specifications and minimum requirements:

e Finish: Solid meranti

e Size: 1640 mm x 2032 mm x 44 mm

e Front: Manufactured with solid meranti tongue and groove planking finishing on
front of door in between top, bottom rail, and styles.

e Back: Manufactured with meranti veneer backing.

e One side manufactured: with solid.
meranti
+100 mm x 44 mm styles.
100 mm x 44 mm top rail,
+150 mm x 20 mm middle rail,
100 mm x 20 mm braces,
+225 mm x 44 mm bottom rail.

¢ Glued throughout with weather and boil proof adhesive or similar approved.
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e External doors will be SANS (SABS) approved.

STATE;

1121A |EXTERIOR DOUBLE DOOR SOLID MERANTI FRAME, BRACE, LEDGE, AND
BOTTOM WITH FLUSH BACK PANEL 1640 X 2032 X 40 MM as per minimum
requirements to be supplied, delivered, and offloaded. STATE;
ICN: 5510705086573
1121B  |Specify make & type as per paragraph 1.1.2; 1.1.2.1 A
Make:
Type:
STATE;
113 Interior solid core flush panel door (meranti or similar approved finishing) 813 x 2032 x

40 mm will comply with set specifications and minimum requirements to be supplied,
delivered, and offloaded.
Specifications and minimum requirements:

e Finish: Meranti or similar approved finishing

e Size: 813 mm x 2032 mm x 40 mm

e Front: Meranti or similar approved finishing.

e Back: Meranti or similar approved finishing.

e Manufactured: With solid pine or chipboard core. £ 20 mm solid meranti or

similar approved edging glued all around the edging of each solid core flush
panel door.
¢ Glued throughout with weather and boil proof adhesive or similar approved. STATE:

e External solid door(s) to be SANS (SABS) approved.
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1131A

DOOR INTERIOR SOLID CORE FLUSH PANEL DOOR (MERANTI OR SAPILI
FINISHING) 813 MM X 2030 MM X 40 MM will comply with minimum requirements to
be supplied, delivered, and offloaded.

STATE;
ICN: 5670705086574
1131B  |Specify make & type as per paragraphs 1.1.3; 1.1.3.1 A
Make:
Type: STATE;
114 Interior semi solid core flush panel door (meranti or similar approved finishing) 813 x
2032 x 40 mm will comply with set specifications and minimum requirements to be
supplied, delivered, and offloaded.
Specifications and minimum requirements:
e Finish: Meranti or similar approved finishing
e Size: 813 mm x 2032 mm x 40 mm
e Front: Meranti or similar approved finishing.
e Back: Meranti or similar approved finishing.
e Manufactured: With semi solid pine or chipboard core. + 20 mm solid meranti
or similar approved edging glued all around the edging of each solid core flush
panel door.
¢ Glued throughout with weather and boil proof adhesive or similar approved.
e External semi solid door(s) to be SANS (SABS) approved. STATE:
1.141A

DOOR, INTERIOR, SEMI SOLID CORE, FLUSH PANEL DOOR (MERANTI
FINISHING) 813 MM X 2032 MM X 40 MM will comply with minimum requirements to
be supplied, delivered, and offloaded.
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ICN: 5670T05086575

STATE;

1.1418B

Specify make & type as per paragraphs 1.1.4; 1.1.4.1 A
Make:

Type:

STATE;

1.15

Door furniture handles 165 x 50 mm (will accommodate a mortice door lock for
euro Cylinder) complete will comply with set specifications and minimum
requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Door handles will accommodate a mortice doorlock and euro cylinder.
¢ Dimentions of aluminium door handle base plate will be £150 mm x 50 mm.with
a tollarence of 0.06 mm.
e Aluminium finish.
Applicable door Furniture shaft will be included to accommodate 44 mm thick
doors.
Design of door furniture handle is Dove.
Handles will be supplied in pairs.
Door handles will be spring-loaded.
The following item will be included and supplied with each set of door handles:
matching fixing screw.
e All requirements and items will function as a unit.
e Door handles will be SANS (SABS) approved.

STATE;

1.151A

HANDLE EURO DOOR FURNITURE 165 X 50 MM SATIN CHROME (will
accommodate a mortice door lock for euro Cylinder) complete as per set specifications
and minimum requirements to be supplied, delivered, and offloaded.

ICN: 7125T05043791

STATE;

1.1518B

Specify make & type as per paragraphs 1.1.5; 1.1.5.1 A

Signature
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Make:

Type:

STATE;

1.1.6

Mortice door locks case 100 mm x back set 82 mm x forced 22 mm (for euro Cylinder)
complete will comply with set specifications and requirements to be supplied,
delivered, and offloaded.

Specifications and minimum requirements:
e Mortice doorlock will accommodate a euro cylinder.
Dimentions, Case 100mm x Backset 82mm x forend 22mm.
Satin Chrome finish forend.
Case will be galvanized.
All screws must be included for each mortice door lock.
Mortice door lock must be able to be used for a left or a right-hand door.
The following item must be included and supplied with each mortice door lock:
Striking plate complete, finish: satin chrome with screws will accompany each
door lock.
e Mortice door lock case will be SANS (SABS) approved.

STATE;

1.161A

CASE DOOR LOCK EURO MORTICE 100 mm x back set 82 mm x forced 22 mm (for
euro Cylinder) complete as per set specifications and minimum requirements to be
supplied, delivered, and offloaded.

ICN: 7125T05043792

STATE;

1.16.1B

Specify make & type as per paragraphs 1.1.6; 1.1.6.1. A

Make:

Type:

STATE;
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1.1.7

Euro privacy Knob Cylinders 60 mm satin chrome nickel plated finish will comply with
set specifications and minimum requirements as indicated to be supplied, delivered,
and offloaded.

Specifications and minimum requirements:

e Euro privacy knob cylinder will be nickel plated finish.

e Euro privacy knob cylinder will be supplied with a knob on one side to open and
lock by hand.

e Euro privacy knob cylinder must be supplied with operating grove to open the

cylinder from the opesit side with a coin.

One fixing bolt will accommodate each cylinder.

Length of euro privacy cylinder 60 mm.

All requirements and items will function as a unit.

Euro privacy knob cylinder will be SANS (SABS) approved.

STATE;

1.171A

KNOB EURO PRIVACY CYLINDERS 60 MM SATIN CHROME finish will comply with
minimum requirements to be supplied, delivered, and offloaded.

ICN: 7125T05043795

STATE;

1.1718B

Specify make & type as per paragraphs 1.1.7; 1.1.7.1 A

Make:

Type:

STATE;

1.1.8

5 Pin Euro Double Cylinders 65 mm satin chrome will comply with set specifications
and requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
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5-Pin Euro Double Cylinder (will accommodate keys at both ends).

Satin Chrome finish.

Two Keys will be supplied with each euro cylinder.

All 5-pin euro double cylinder will accommodate four Masterkeys that can
operate all cylinders.

One fixing bolt will accommodate each cylinder.

Length of euro cylinder 65 mm.

All requirements and items will function as a unit.

5-Pin Euro Double Cylinder will be SANS (SABS) approved.

STATE;

1.181A

LOCK CYLINDER EURO 5 PIN DOUBLE CYLINDERS 65 MM SATIN CHROME to
set specifications and minimum requirements to be supplied, delivered, and offloaded.

ICN: 6110705043793

STATE;

1.1.818B

Specify make & type as per paragraphs 1.1.8; 1.1.8.1 A

Make:

Type:

STATE;

1.1.9

Four master keys will comply with set specifications to be supplied, delivered, and
offloaded to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e All 5-pin euro double cylinder to be supplied in paragraph 3.1.7 will be supplied

with 2 masterkeys that can operate (open and close) all cylinders as per order
placed.

STATE;

Signature
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1191A TWO MASTER KEYS - WILL COMPLY WITH MINIMUM REQUIREMENTS to set
specifications and minimum requirements to be supplied, delivered, and offloaded.
ICN: 5340705086593 STATE;
1191B |Specify make & type as per paragraph 1.1.9; 1.1.9.1 A
Make:
Type: STATE;
1110 |All requirements and items in paragraphs 1.1.5,1.1.6,1.1.7, 1.1.8 and 1.1.9
STATE;
12 DOORSTOPS
121 Door stops anodized aluminum finish with rubber will comply with set specifications
and minimum requirements to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
e Anodized aluminium sentral main support with rubber right arround (round
door stop).
e Rubber plug (colour black) will accompeny every door stop to cover fixing
hole. STATE;
¢ Fixing drive nail will accompany each door stop.
1211A  DOORSTOPS ANODIZED ALUMINUM WITH RUBBER toas set minimum
requirements to be supplied, delivered, and offloaded.
ICN: 7125T05043796 STATE;
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1.2118B

Specify make & type as per paragraphs 1.2.1; 1.2.1.1 A

Make:

Type:

STATE;

13

DOOR HINGES AND SCREWS

131A

Brass door hinges will comply with set specifications and minimum requirements to be
supplied and delivered and offloaded.

Specifications and minimum requirements:
e Door hinges will be stainless steel finish.
Door hinges will be but hinges.
Stainless steel door but hinges will be 100mm x 75 mm.
Stainless steel door but hinges will at least have two ball bearings.
Each hinge will be supplied with stainless steel screws.
Stainless steel door but hinges will be SANS (SABS) approved.

STATE;

1311A

STAINLESS STEEL DOOR HINGES 100 MM X 75 MM BUTT HINGES WITH BALL
BEARINGS WITH STAINLESS STEEL SCREWS will comply with minimum
requirements to be supplied and delivered and offloaded.

ICN: 5340T05086594

STATE;

1.311B

Specify make & type as per paragraphs 1.3.1; 1.3.1.1 A

Make:

Type:

STATE;
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13.2A

Steel door butt hinges will comply with set specifications and minimum requirements to
be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Door hinges will be steel finish.
e Steel door hinges will be 2100mm x 75 mm.
e Door hinges will be steel but hinges.
e Steel door hinges will be SANS (SABS) approved.

STATE;

1321A

HINGE DOOR BUTT STEEL 100 MM X 75 MM to set specifications and minimum
requirements to be supplied, delivered, and offloaded.

ICN: 5340705043797

STATE;

1.3218B

Specify make & type as per paragraphs 1.3.2; 1.3.2.1 A

Make:

Type:

STATE;

1.3.3

Stainless steel self-tapping screws, countersunk head, fully threaded, 32 mm x 5.0
mm will comply with set specifications and minimum requirements to be supplied,
delivered, and offloaded.

Specifications and minimum requirements:

Self tapping screws will be stainless steel.

Self tapping screws will be countersunk head.

Self tapping screws will be fully threaded.

Self tapping screws will be stainless steel.

Stainless steel self tapping screws dimentions will not be smaller or bigger than
32 mm x 5.0 mm.

STATE;

Signature
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1331A

SCREW S/STEEL SELF-TAPPING, COUNTERSUNK, FULLY THREADED, 32 MM X
5 MM Philips head to set specifications and minimum requirements to be supplied,
delivered, and offloaded.

ICN: 5305T05043799

STATE;

1.3318B

Specify make & type as per paragraphs 1.3.3; 1.3.3.1 A

Make:

Type:

STATE;

134

Self-tapping screws, round headed, fully threaded, 16 mm x 4.0 mm will comply with
set specifications and minimum requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Self tapping screws will be stainless steel.
Self tapping screws will be countersunk head.
Self tapping screws will be fully threaded.
Self tapping screws will be stainless steel.
Stainless steel self tapping screws dimentions will not be smaller or bigger than
16 mm x 4.0 mm.

STATE;

1341A

SCREW SELF-TAPPING 4 X 16 MM, round head, philips, galvanised to be supplied,
delivered, and offloaded as per minimum requirements will comply with set
specifications and minimum requirements.

ICN: 5305T05001135

STATE;

1.341B

Specify make & type as per paragraphs 1.3.4; 1.3.4.1 A

Make:

Type:

STATE;
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1.4

GALVANIZED STRIKING PLATES A AND OR
B WITH ACCESSORIES FOR STEEL DOORSFRAMES

14.1

Galvanized steel striking plate A as per profile sketch that will be fixed with
countersunk bolts and prised nuts to steel doorframe will comply with set
specifications and minimum requirements to be supplied and delivered.
Specifications and minimum requirements:

Steel striking plate will be galvanized.

Galvanized steel striking plate will be as per profile sketch dimensions.
Galvanized steel striking plate will be fixed with countersunk bolts and prised
nuts to steel doorframe old and new type of doorframes.

Bolts and prised nuts supplied in paragraphs 3.4.3 and 3.4.4 will function as a
unit with the mentioned striking plate.

Profile as per sketch below:

STATE;
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1411B  |PLATE STRIKING S/STEEL A: 126 MM X 62 MM as per profile sketch that will be
fixed with countersunk bolts and prised nuts to steel doorframe will comply with
minimum requirements to be supplied, delivered, and offloaded.

ICN: 7125T05043800 STATE;

1411B  |Specify make & type as per paragraphs 1.4.1; 1.4.1.1 A

Make:

Type:

STATE;

142 Galvanized steel striking plate B as per profile sketch that will be fixed with
countersunk bolts and prised nuts to steel doorframe will comply with set

Signature Company name Date

Page 14 of 55



specifications and minimum requirements to be supplied and delivered and offloaded.

Specifications and minimum requirements:

e Steel striking plate will be galvanized.

e Galvanized steel striking plate will be as per profile sketch dimensions.
Galvanized steel striking plate will be fixed with countersunk bolts and prised

nuts to steel doorframe old and new type of doorframes.

Bolts and prised nuts supplied in paragraph 1.4.3 and 1.4.4 will function as a

unit with the mentioned striking plate.

Profile as per sketch below:
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1421A |PLATE STRIKING S/STEEL B: 120 MM X 29 MM as per profile sketch that will be
fixed with countersunk bolts and prised nuts to steel doorframe will comply with
minimum requirements to be supplied, delivered, and offloaded.
Signature Company name Date
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ICN: 7125T05043801

STATE;

1421B

Specify make & type as per paragraphs 3.4.2; 3.4.2.1 A

Make:

Type:

STATE;

1.4.3

Galvanized countersunk bolt 4 x 12 mm will comply with set specifications and
minimum requirements to be supplied and delivered and offloaded.

Specifications and minimum requirements:
e Countersunk bolt dimensions 4 x 12 mm will be galvanized.
Bolt will have a countersunk head.
Bolt will be fastened and/or loosen with a flat screwdriver.
Bolt will be fully threaded.
Striking plates supplied in paragraph 1.4.1, 1.4.2 and pressed nuts supplied in
paragraph 3.4.4 will function as a unit with the mentioned countersunk bolt.

STATE;

1431A

BOLT COUNTERSUNK GALV M 4 X 12 MM to set specifications and minimum
requirements to be supplied, delivered, and offloaded.

ICN: 5306705043802

STATE;

14318B

Specify make & type as per paragraph 1.4.3; 1.4.3.1 A

Make:

Type:

STATE;

1.44A

Galvanized pressed nut 4 mm will comply with set specifications and minimum
requirements to be supplied, delivered, and offloaded.

Signature
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Specifications and minimum requirements:
e Pressed nut 4 mm will be galvanized.
e Striking plates supplied in paragraph 1.4.1, 1.4.2 and countersunk bolt supplied
in paragraph 3.4.3 will function as a unit with the mentioned pressed nuts.

STATE;

1441A

NUTS PRESSED GALV M4 to set specifications and minimum requirements to be
supplied, delivered, and offloaded.

ICN: 5306705043803

STATE;

14418B

Specify make & type as per paragraphs 1.4.4; 1.4.41 A

Make:

Type:

STATE;

15

CEILING, ROOF, AND ACCESSORIES

151

Gypsum ceiling boards (Rhino) will comply with set specifications and minimum
requirements and lengths as indicated hereunder and will be supplied,
delivered, and offloaded.

Specifications and minimum requirements:

All gypsum ceiling boards (Rhino) will be according to SANS (SABS) standards.
Lengths required and supplied as per paragraph 1.5.1.1 A, 1.5.1.2 A

Thickness of gypsum ceiling board 6.4 mm.

Width of gypsum ceiling board 900 mm.

The following (Rhino) gypsum plasterboard to be supplied by the successful
tenderer as an when requested in the following lengths:

STATE;

Signature
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1511A

GYPSUM, CEILING BOARDS (RHINO), LENGTH 3 METRE, WIDTH 900 MM,
THIKNESS 6.4 MM per board to set specifications and minimum requirements to be
supplied, delivered, and offloaded.

ICN: 5650T05086576

STATE;

15118B

Specify make & type as per paragraphs 1.5.1; 1.5.1.1 A

Make:

Type:

STATE;

1512A

GYPSUM, CEILING BOARDS (RHINO), LENGTH 3.6 METRE, WIDTH 900 MM,
THIKNESS 6.4 MM per board to set specifications and minimum requirements to be
supplied, delivered, and offloaded.

ICN: 5650705086577

STATE;

15128B

Specify make & type as per paragraphs 1.5.1, 1.5.1.2.A

Make:

Type:

STATE;

15.2

Fibre reinforced cement cellulose ceiling boards (Nutec boards) will comply with set
specifications and minimum requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
¢ All fibre reinforced cement cellulose ceiling boards will be according to SANS
(SABS) standards.
e Lengths required and supplied as per paragraph 1.5.2.1 A.
e Thickness of ceiling board 6 mm.

Signature
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e Width of ceiling board 900 mm.
e The following fibre reinforced cement cellulose ceiling boards to be supplied by
the successful tenderer as and when requested in the following lengths:

STATE;

1521A

FIBRE REINFORCED CEMENT CELLULOSE CEILING BOARDS (NUTEC
BOARDS) LENGTH 3 METER, WIDTH 900 MM, THICKNESS 6 MM to set
specifications and minimum requirements to be supplied, delivered, and offloaded.

ICN: 5650705086578

STATE;

15218B

Specify make & type as per paragraphs 1.5.2; 1.5.2.1 A

Make:

Type:

STATE;

1522A

FIBRE REINFORCED CEMENT CELLULOSE CEILING BOARDS (NUTEC
BOARDS) LENGTH 3.6 METER, WIDTH 900 MM, THICKNESS 6 MM to set
specifications and minimum requirements to be supplied, delivered, and offloaded.

ICN: 5650T05086579

STATE;

15228B

Specify make & type as per paragraphs 1.5.2; 1.5.2.2 A

Make:

Type:

STATE;

153

Gypsum 125mm cove ceiling cornices (Rhino) will comply with set specifications and
minimum requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:

Signature
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e All gypsum cove ceiling cornice (Rhino) will be according to SANS (SABS)
standards.

e Length of ceiling cornice 3.6 metre.

e Thickness of ceiling cornice £6 mm.

e Width of cove ceiling cornice 125mm. STATE;
1531A |CORNICE RHINO 125 MM COVE OR DAS COVE PROFILE, STANDARD CEILING,
LENGTH 3 METER for ceilings to set specifications and minimum requirements to be
supplied, delivered, and offloaded. STATE;
ICN: 5650705086580
1531B  ISpecify make & type as per paragraphs 1.5.3; 1.5.3.1 A
Make:
STATE;
Type:
154 |Cornice 75mm Polystyrene and/or Rhino, cove and/or das cove profile will comply with
set specifications and minimum requirement to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
e The cornice must consist of Rhino and/or polystyrene materials.
e Lengths of cove ceiling cornice 3 metre.
e Thickness of ceiling cornice £6 mm.
e Width of das cove or cove ceiling cornice will be 75 mm.
e Glue for polystyrene cornice will be supplied in tubes with screw on point.
e Glue for polystyrene and rhino ceiling cornice to be supplied in tubes not less
than 280 ml to be applied with a silicone gun. STATE:

e Glue for polystyrene cornice will be supplied to glue polystyrene and/or Rhino
cornice to masonry, wood and/or steel finishings.

Signature
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3154.1A

CORNICE RHINO 75MM COVE OR DAS COVE PROFILE, STANDARD CEILING,
LENGTH 3 METER for ceilings to set specifications and minimum requirements to be
supplied, delivered, and offloaded.

ICN: 5650T05086581

STATE;

15418B

Specify make & type as per paragraphs 1.5.4; 1.54.1 A

Make:

Type:

STATE;

1542A

CORNICE POLYSTYRENE 75MM COVE OR DAS COVE PROFILE, STANDARD
CEILING, LENGTH 3 METER FOR CEILINGS set specifications and minimum
requirements to be supplied, delivered, and offloaded.

ICN: 5650705086582

STATE;

15428B

Specify make & type as per paragraphs 1.5.4; 1.5.4.2 A

Make:

Type:

STATE;

1543A

GLUE FOR POLYSTYRENE AND RHINO CEILING CORNICE IN TUBES NOT LESS
THAN 280 ML, applied with a silicone gun to set specifications and minimum
requirements to be supplied, delivered, and offloaded.

ICN: 8040T05086584

STATE;

1543B

Specify make & type as per paragraphs 1.5.4; 1.5.4.3 A

Make:
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Type:

STATE;

155

H Profile 6mm jointing strips steel primed and/or PVC will comply with set
specifications and minimum requirements to be supplied, delivered, and offloaded

Specifications and minimum requirements:

All profile ceiling H profile jointing strips will be according to SANS (SABS)
standards.

Lengths required and supplied as per paragraph 1.5.6.1 A, 1.5.6.2 A, 1.5.6.3 A.
Ceiling H profile jointing strips will accommodate 6 mm gypsum ceiling (Rhino)
and/or 6 mm fibre reinforced cement cellulose ceiling boards.

The following ceiling jointing strips to be supplied by the successful tenderer as
and when requested in the follows:

STATE;

1551A

STRIP CEILING PLASTIC 4 MM (H-TYPE) length 3.6 m, jointing strips set
specifications and minimum requirements to be supplied delivered and offloaded.

ICN: 5330705005748

STATE;

15518B

Specify make & type as per paragraphs 1.5.5; 1.5.5.1 A

Make:

Type:

STATE;

1552A

STRIP CEILING PLASTIC 6.4 MM (H-TYPE) length 3.6 m, jointing strips to set
specifications and minimum requirements to be supplied delivered and offloaded.

ICN: 5330T05005747

STATE;

15528B

Specify make & type as per paragraphs 1.5.5; 1.5.5.2.A
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Make:

Type: STATE;
1553A ISTRIP CEILING STEEL PRIMED 6 MM (H-TYPE) LENGTH 3.6 M, jointing strips to
set specifications and minimum requirements to be supplied delivered and offloaded.
ICN: 5650705086583 STATE;
1553B  ISpecify make & type as per paragraphs 3.5.5; 3.5.5.3.A
Make:
Type: STATE;
156 Drywall screws complete will comply with set specifications and minimum
requirements and in lengths as indicated to be supplied, delivered, and
offloaded.
Specifications and minimum requirements:
e Thickness of drywall screws 3.5mm.
e The following drywall screws to be
supplied and delivered by the
successful tenderer as and when STATE;
requested in the following lengths as set out in paragraphs 1.5.6.1 A, 1.5.6.2 A,
3.5.6.3 A
1561A |ISCREWS DRYWALL 3.5 MM X 16 MM, 100 drywall screws per packet to set
specifications and minimum requirements to be supplied delivered and offloaded.
STATE;
ICN: 5305705066189
15.6.1B

Specify make & type as per paragraphs 1.5.6; 1.5.6.1 A
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Make:

Type:

STATE;

156.2A

SCREWS DRYWALL 3.5 MM X 41 MM, 100 drywall screws per packet to set
specifications and minimum requirements to be supplied delivered and offloaded.

ICN: 5305T05075070

STATE;

156.28B

Specify make & type as per paragraph 1.5.6; 1.5.6.2 A

Make:

Type:

STATE;

1563A

SCREWS DRYWALL 3.5 MM X 50 MM, 100 drywall screws per packet to set

specifications and minimum requirements to be supplied, delivered, and offloaded.

ICN: 5305T05018672

STATE;

156.3B

Specify make & type as per paragraphs 1.5.6; 1.5.6.3 A

Make:

Type:

STATE;

1.6

STRUCTURAL WOQOD

1.6.1

South African Pine structural timber 228 mm x 38 mm will comply with set
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specifications and minimum requirements and lengths to be supplied, delivered, and
offloaded.

Specifications and minimum requirements:

e All South African Pine structural timber will be according to SANS (SABS)
standards.

e Thickness of structural timber 38 mm.
e Width of structural timber 228 mm.
e All structural timber will be planed (all sides).
e The following South African Pine structural timber to be supplied by the suc-
cessful tenderer as and when requested in the following lengths as set out in STATE;
paragraphs 3.6.1.1 A, 3.6.1.2 A.
1611A  \WOOD SA PINE 228 MM X 38 MM X 6 M PLANED STRUCTURAL TIMBER WILL
COMPLY WITH MINIMUM REQUIREMENTS AND LENGTH WILL BE SUPPLIED
AND DELEVERED and offloaded.
STATE;
ICN: 5510705070044
1611B  |Specify make & type as per paragraphs 1.6.1; 1.6.1.1 A
Make:
STATE;
Type:
1.6.12A  \WOOD SA PINE 228 MM X 38 MM X 4.2 M PLANED STRUCTURAL TIMBER WILL
COMPLY with set specification and minimum requirements to be supplied, delivered,
and offloaded.
STATE;
ICN: 5510T05086560
1.6.12B

Specify make & type as per paragraphs 1.6.2; 1.6.2.1 A
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Make:

Type: STATE;
1613A  WOOD SA PINE 228 MM X 38 MM X 3 M PLANED STRUCTURAL TIMBER WILL
COMPLY with set specification and minimum requirements to be supplied, delivered,
and offloaded.
STATE;
ICN: 5510705086561
16.13B  ISpecify make & type as per paragraphs 1.6.3; 1.6.3.2 A
Make:
Type: STATE;
1.6.2 South African Pine structural timber 38mm x 114 mm will comply with set
specifications and minimum requirements and lengths to be supplied and
delivered and offloaded.
Specifications and minimum requirements:
e All South African Pine structural timber will be according to SANS (SABS)
standards.
e Thickness of structural timber 38 mm.
e Width of structural timber 114 mm.
e All structural timber will be planed (all sides).
e The following South African Pine structural timber to be supplied by the suc-
cessful tenderer as and when requested in the following lengths as set out in _
paragraphs 1.6.2.1 A, 1.6.2.2 A, 1.6.2.3 A. STATE;
1621A \WOOD SA PINE 114 MM X 38 MM X 6 M PLANED STRUCTURAL TIMBER WILL

COMPLY WITH MINIMUM REQUIREMENTS AND LENGTH WILL BE SUPPLIED
AND DELEVERED and offloaded.
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ICN: 5510705070041 STATE;
16.23B  |Specify make & type as per paragraph 1.6.2; 1.6.2; 1.6.2.1.A
Make:
Type: STATE;
1.622A \WOOD SA PINE 114 MM X 38 MM X 4.2 M PLANED STRUCTURAL TIMBER to set
specification and minimum requirements to be supplied, delivered, and offloaded.
STATE;
ICN: 5510T05086562
16228 Specify make & type as per paragraph 1.6.2; 1.6.2.2.A
Make:
STATE;
Type:
1623A \WOOD SA PINE 114 MM X 38 MM X 3 M PLANED STRUCTURAL TIMBER will
comply with set specification and minimum requirements to be supplied, delivered,
and offloaded.
ICN: 5510705086563 STATE;
1.623B  ISpecify make & type as per paragraphs 1.6.3; 1.6.2.3.A
Make:
STATE;
Type:
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Page 27 of 55




16.3

South African Pine roof purlin 76 mm x 50 mm w will comply with set specifications
and minimum requirements and lengths to be supplied, delivered, and offloaded.

Specifications and minimum requirements:

Thickness of roof purlin 50 mm.

Width of roof purlin 76 mm.

All roof purlins will be planed (all sides).

The following South African Pine roof purlins to be supplied and delivered by
the successful tenderer as and when requested in the following lengths as set
out in paragraphs 1.6.3.1 A, 1.6.3.2 A,

e All South African Pine roof purlins will be according to SANS (SABS) standards.

1.6.33A: STATE;
1631A  Wood SA Pine 76 mm x 50 mm x 6 m planed structural timber will comply with set
specification and minimum requirements to be supplied, delivered, and offloaded.
ICN: 5510705070042 STATE;
1631B  |Specify make & type as per paragraphs 1.6.3; 1.6.3.3.A
Make:
Type: STATE;
1632A  WOOD SA PINE 76 MM X 50 MM X 4.2 M PLANED STRUCTURAL TIMBER WILL
COMPLY WITH MINIMUM REQUIREMENTS to set specification to be supplied,
delivered, and offloaded.
STATE;
ICN: 5510T05086564
1.6328B

Specify make & type as per paragraphs 1.6.3; 1.6.3.2.A

Make:
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Type: STATE;
1633A  WOOD SA PINE 76 MM X 50 MM X 3 M PLANED STRUCTURAL TIMBER to set
specification and minimum requirements to be supplied, delivered, and offloaded.
STATE;
ICN: 5510T05086565
1.633B  ISpecify make & type as per paragraphs 1.6.3; 1.6.3.3.A
Make: STATE;
Type:
1.6.4 South African Pine brandering 38mm x 38 mm will comply with set specifications and
minimum requirements and lengths to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
e All South African Pine brandering will be according to SANS (SABS) standards.
e Thickness of brandring 38 mm.
e Width of brandering 38 mm.
¢ All branderings will be planed (all sides).
e The following South African Pine branderings to be supplied and delivered by
the successful tenderer as an when requested in the following lengths as set _
out in paragraphs 1.6.4.1 A, 1.6.4.2 A, 1.6.4.3 A STATE;
1.641A  WOOD SA PINE 38 MM X 38 MM X 6 M PLAINED STRUCTURAL TIMBER to set
specification and minimum requirements to be supplied, delivered, and offloaded.
STATE;
ICN: 5510T05086566
164.1B |Specify make & type as per paragraphs 1.6.4; 1.6.4.1.A

Signature

Company name Date

Page 29 of 55




Make:

Type:

STATE;

16.42A

WOOD SA PINE 38 MM X 38 MM X 4.2 M PLAINED STRUCTURAL TIMBER to set
specification and minimum requirement to be supplied, delivered, and offloaded.

ICN: 5510705086567

STATE;

16.4.2B

Specify make & type as per paragraphs 1.6.4; 1.6.4.2. A

Make:

Type:

STATE;

1643A

WOOD SA PINE 38 MM X 38 MM X 3 M PLAINED STRUCTURAL TIMBER to set
specification and minimum requirement to be supplied, delivered, and offloaded.

ICN: 5510705086568

STATE;

1.643B

Specify make & type as per paragraphs 1.6.4; 1.6.4.3. A

Make:

Type:

STATE;

1.6.5

South African Pine structural timber 76 mm x 114 mm will comply with set
specifications and minimum requirements and lengths to be supplied and delivered
and offloaded.

Specifications and minimum requirements:

e All South African Pine structural timber will be according to SANS (SABS)
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standards.

e Thickness of structural timber 76 mm.
e Width of structural timber 114 mm.
e All structural timber will be planed (all sides).
e The following South African Pine structural timber to be supplied by the suc-
cessful tenderer as and when requested in the following lengths as set outin | STATE;
paragraphs 3.6.5.1 A.
1651A  WOOD SA PINE 114 MM X 76 MM X 6 M PLANED STRUCTURAL TIMBER WILL
COMPLY WITH MINIMUM REQUIREMENTS AND LENGTH WILL BE SUPPLIED
AND DELEVERED and offloaded. STATE;
ICN: 5510705070043
1.651B  ISpecify make & type as per paragraphs 1.6.5; 1.6.5.1.A
Make:
Type: STATE;
166 Solid meranti timber 228 mm x 75 mm x 4.2 m will comply with set specifications and
minimum requirements to be supplied and delivered and offloaded.
Specifications and minimum requirements:
e All South African Pine structural timber will be according to SANS (SABS)
standards.
e Thickness of structural timber 75 mm.
e Width of structural timber 228 mm.
e All structural timber will be planed (all sides).
e The following Solid meranti timber to be supplied by the successful tenderer as _
and when requested and set out in paragraph 1.6.6.1 A. STATE;
1.66.1A

WOOD, SOLID, MERANTI, 228 MM X 75 MM X 4.2 M planed structural timber will
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comply with set specification and minimum requirements to be supplied, delivered,

and offloaded. New item
ICN: 5510705047900 STATE;
1.66.1B  ISpecify make & type as per paragraph 1.6.6; 1.6.6.1.A
Make:
STATE;
Type:
17 |FACIA AND BARDGE BOARDS
171 Fibre reinforced cement cellulose facia boards (Nutec boards) will comply with set
specifications and minimum requirements and lengths to be supplied, delivered, and
offloaded.
Specifications and minimum requirements:
e Allfibre reinforced cement cellulose facia boards will be according to SANS
(SABS) standards.
e Thickness of facia board 12 mm.
e Length of facia board 3.6 metre.
e The following fibre reinforced cement cellulose facia boards to be supplied and
delivered by the successful tenderer as and when requested in the following STATE;
widths as set out in paragraphs 1.7.1.1 Aand 1.7.1.2 A:
171.1A  BOARD FACIA 12 MM 225 MM, Fibre reinforced cement facia board to set
specifications and minimum requirements to be supplied, delivered, and offloaded.
ICN: 9999T05005723 STATE;
1.7.118B

Specify make & type as per paragraphs 1.7.1; 1.7.1.1.A
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Make:
Type: STATE;
1712A  BOARD FACIA 300 MM X 12 MM, Fibre reinforced cement facia board to set
specifications and minimum requirements to be supplied, delivered, and offloaded.
STATE;
ICN: 9999705014574
1712B  |Specify make & type as per paragraphs 1.7.1; 1.7.1.2.A
Make:
Type: STATE;
172 H Profile facia steel jointer 12mm complete will comply with set specifications and
minimum requirements as indicated to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
e Length of H profile jointer 225 mm.
e H profile bargeboard jointer will accommodate 12 mm fibre reinforced cement
cellulose facia boards. STATE;
1721A  JOINT FACIA 225 MM X 12 MM, H Profile steel primed facia steel jointer to set
specifications and minimum requirements to be supplied, delivered, and offloaded.
STATE;
ICN: 2540705005847
1721B  |Specify make & type as per paragraph 1.7.2; 1.7.2.1 A
Make:
STATE;

Signature

Company name Date

Page 33 of 55




Type:

1722A  JOINT FACIA 300 MM X 12 MM, H Profile steel primed facia steel jointer will comply
with set specifications and minimum requirements.
STATE;
ICN: 2540705014575
17228  ISpecify make & type as per paragraph 1.7.2; 1.7.2.2 A
Make:
Type: STATE;
173A Fibre reinforced cement cellulose barge boards (Nutec boards) will comply with set
specifications and minimum requirements and lengths as indicated hereunder and will
be supplied, delivered, and offloaded.
Specifications and minimum requirements:

¢ Allfibre reinforced cement cellulose barge boards will be according to SANS
(SABS) standards.

e Thickness of barge board 4 mm.

e Width of barge board 80 mm.

e Height of barge board 200 mm.

e The following fibre reinforced cement cellulose barge boards to be supplied and
delivered by the successful tenderer as and when requested in the following _
lengths as set out in paragraphs 1.7.3.1 A. STATE;

1731A  BOARD, BARGE, WIDTH 80 MM, HEIGHT 200 MM, THICKNESS 4 MM, LENGTH
3M, L SHAPE FORM will comply with set specifications and minimum requirements.
ICN: 5510T05086569 STATE;
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1.7318B

Specify make & type as per paragraphs 1.7.3; 1.7.3.1 A

Make:

Type:

STATE;

1.74A

H Profile bargeboard steel jointer 4 mm will comply with set specifications and
minimum requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:

e Length of H profile barge board jointer 280 mm.

e H profile bargeboard jointer will be a steel primed unit.

e H profile bargeboard jointer will accommodate 4 mm fibre reinforced cement
cellulose barge boards.

STATE;

1.741A

JOINTER, BARGE BOARD, 280 MM X 4 MM, H PROFILE STEEL PRIMED UNIT(S)
facia steel jointer will comply with set specifications and minimum requirements to be
supplied, delivered, and offloaded.

ICN: 5510705086570

STATE;

1.7418B

Specify make & type as per paragraphs 1.7.4; 1.7.4.1 A

Make:

Type:

STATE;

1.8

BOARD AND WOOD GLUE

1.8.1

Super wood boards 2.7m x 1.8m x 16 mm will comply with set specifications and
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minimum requirements to be supplied, delivered, and offloaded.
Specifications and minimum requirements:

e Length of super wood board will not be less than 2.750 meter.

e Width of Super wood board will not be Melamine boards will less than 1.8 me-
ter.

e Thickness of Super wood board will not be less than 16 meters.

STATE;

1811A

SUPER WOOD, BOARDS, DIMENTIONS NOT LESS THAN LENGTH 2.7 M, WIDTH
1.8 M, THICKNESS 16 MM will comply with minimum requirements to be supplied and
delivered and offloaded.

ICN: 5510705086571

STATE;

1.8.11B

Specify make & type as per paragraphs 1.8.1; 1.8.1.1 A

Make:

Type:

STATE;

1.8.2

\White melamine boards 2.750m x 1.830m x 16 mm with white melamine finish on both
sides, grade A will comply with set specifications and minimum requirements to be
supplied and delivered and offloaded.

Specifications and minimum requirements:

e Length of melamine boards will not be less than 2.750 meter.
Width of melamine boards will not be less than 1.830 meter.
Thickness of melamine boards will not be less than 16 meters.
Melamine boards will have a white melamine finishing on both sides.
Melamine boards will be A grade approved.

STATE;

Signature

Company name Date

Page 36 of 55




1821A | BOARD, MELAMINE FACED WHITE, D/F, DIMENTIONS NOT LESS THAN
LENGTH 2.7 METER, WIDTH 1.8 METER, THICKNESS 16MM, WITH WHITE
MELAMINE FINISH ON BOTH SIDES, grade A will comply with set specifications and
minimum requirements to be supplied, delivered, and offloaded.
ICN: 5510T05086572 STATE;
1821B  |Specify make & type as per paragraphs 1.8.2; 1.8.2.1 A
Make:
STATE;
Type:
183  |0Oak melamine boards 2.750m x 1.830m x 16 mm with oak melamine finish on both

sides, grade A will comply with set specifications and minimum requirements to be
supplied, delivered, and offloaded.
Specifications and minimum requirements:

e Length of double-faced oak melamine boards will not be less than 2.750 meter.

e Width of double-faced oak melamine boards will not be less than 1.830 meter.

e Thickness of oak melamine boards will not be less than 16 mm.

¢ Melamine oak double faced boards will have an oak melamine finishing on both

sides.
e Oak melamine boards will be A grade approved. STATE;
1831A |BOARD, MELAMINE FACED OAK, D/F 2.750 X 1.830 X 16 MM with oak melamine
finish on both sides, grade A will comply with minimum requirements.
ICN: 7110T05043065 STATE;
1.83.1B

Specify make & type as per paragraphs 1.8.3; 1.8.3.1 A
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Make:

Type:

STATE;

1.84

Hardboards, white, 2.400m x 1.200m x 4 mm will comply with set specifications and
minimum requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Length of tempered hardboard will not be less than 2.440 meter.
e Width of tempered hardboard will not be less than 1.220 meter.
e Thickness of tempered hardboard will not be less than 3.2mm.

STATE;

1.84.18B

HARDBOARD, MELAMINE, WHITE, 2.400 MM X 1200 MM X 4 MM to set
specifications and minimum requirements to be supplied, delivered, and offloaded.

ICN: 5510705042144

STATE;

1.8.4.1B

Specify make & type as per paragraphs 1.8.4; 1.8.4.1 A

Make:

Type:

STATE;

1.8.5

Hardboard, standard, 2440 x 1220 x 6.4 mm will comply with set specifications and
minimum requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Length of hardboard will not be less than 2.440 meter.
e Width of tempered hardboard will not be less than 1.220 meter.
e Thickness of hardboard will not be less than 6.4 mm.

STATE;
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1851A HARDBOARD, STANDARD, 2.440 X 1.220 X 6.4 MM to set specifications and
minimum requirements to be supplied, delivered, and offloaded.
ICN: 5640705011585 STATE;
1851B  ISpecify make & type as per paragraphs 1.8.5; 1.8.5.1 A
Make:
Type: STATE;
186  [Tempered hardboards with white melamine finish 2.4m x 1.2m x 3mm will comply with
set specifications and minimum requirements to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
e Length of tempered hardboard with white melamine finish will not be less than
2440 mm.
e Width of tempered hardboard with white melamine finish will not be less than
1220 mm.
e Thickness of tempered hardboard with white melamine finish will not be less
than 3.2 mm STATE;
1861A BOARD, HARDBOARD, PLAIN TEMPERED, 2440 X 1220 X 3.2 MM to set
specifications and minimum requirements to be supplied and delivered and offloaded.
: STATE;
ICN: 7110705043072
186.1B |Specify make & type as per paragraphs 1.8.6; 1.8.6.1A
Make:
STATE;
Type:
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1.8.7

Wood glue 1litre units with spout will be SANS (SABS) approved will comply with set
specifications and minimum requirements to be supplied, delivered, and offloaded.

Specifications and minimum requirements:

e Wood glue will be SANS (SABS) approved supplied.
e Wood glue adhesive will be clear when it dried.
e Wood glue adhesive will have a spout that can be sealed as and when re-

quired. STATE;
e Wood glue will be supplied in 1liter unit’s bottles with spout.
1871A WOOD GLUE, BOTTLE, 1 LITRE UNIT(S) FAST SETTING, DRIES CLEAR TO BE
SUPPLIED, DELIVERED, and offloaded will be weathered proof and SANS (SABS)
approved to set specifications and minimum requirements to be supplied, delivered,
and offloaded. STATE;
ICN: 8040705081748
18.71B |Specify make & type as per paragraphs 1.8.7; 1.8.7.1 A
Make:
STATE;
Type:
1.8.8

\Wood glue 1litre units with spout will be waterproof and SANS (SABS) approved will
comply with set specifications and minimum requirements to be supplied and delivered
and offloaded.

Specifications and minimum requirements:

e Wood glue will be SANS (SABS) approved supplied.

e Wood glue adhesive will be clear when it dried.

STATE;
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e Wood glue will be waterproof adhesive.
e Wood glue will be supplied in 1liter unit’s bottles with spout.

1881A WOOD GLUE, WATERPROOF (MARINE), BOTTLE, 1 LITRE UNIT(S) WITH SPOUT
WILL BE SANS (SABS) APPROVED to set specifications and minimum requirements
to be supplied, delivered, and offloaded.
STATE;
ICN: 8040T05086585
1881B ISpecify make & type as per paragraphs 1.8.8; 1.8.8.1 A
Make:
STATE;
Type:
19 SCREWS WHASHERS AND NAILS
191 Bonded roofing washers will comply with set specifications and minimum requirements
and lengths to be supplied and delivered and offloaded.
Specifications and minimum requirements:
e Bonded roofing washers will be according to SANS (SABS) standards.
e Bonded roofing washers will have a rubber backing.
e Diameter of hole in bonded washers will be 6mm to accommodate roofing
screws.
e Bonded roofing washers to be supplied and delivered by the successful
tenderer as and when requested in the following diameters as set out in STATE;
paragraphs
1.9.1.1Aand 1.9.1.2 A.
19.11A WASHER BONDED 6 MM X 19 MM FOR ROOFING GALVANISED TOP AND

RUBBER BOTTOM PART HEAD TO BE SUPPLIED DELIVERED AND
OFFLOADED (ACCOMMODATE ROOFING SCREWS) to set specifications and

minimum requirements.
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ICN: 5305T05069980

STATE;

19.12B  ISpecify make & type as per paragraphs 1.9.1,1.9.1.1 A
Make:
STATE;
Type:
1912A WASHER BONDED 6 MM X 26 MM FOR ROOFING GALVANISED TOP AND
RUBBER BOTTOM PART HEAD TO BE SUPPLIED DELIVERED AND
OFFLOADED (ACCOMMODATE ROOFING SCREWS) to set specifications and
minimum requirements. STATE;
ICN: 5305T05069979
19.1.2B |Specify make & type as per paragraphs 1.9.1, 1.9.1.2.A
Make:
Type: STATE;
192 Roofing screws screwing into wood will comply with set specifications and minimum
requirements and lengths as indicated to be supplied and delivered and offloaded.
Specifications and minimum requirements:
¢ Roofing screws screwing into wood will be according to SANS (SABS) stand-
ards.
e Thickness of roofing screws 6 mm.
¢ Roofing screws head 3/8.
¢ Roofing screws to be supplied and delivered by the successful tenderer as and
when requested in the following lengths as set out in paragraphs STATE:
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3.9.21Aand 3.9.2.2 A:

19.21A  ROOFING SCREWS 6 MM X (NOT SHORTER THAN) 125 MM to screw into wood as
to set specifications and minimum requirements to be supplied and delivered and
offloaded.

STATE;
ICN: 5340705072819

19218  ISpecify make & type as per paragraphs 1.9.2; 1.9.2.1 A

Make:

STATE;
Type:

19.22A  |ROOFING SCREWS 6 MM X (NOT SHORTER THAN) 75 MM to screw into wood as
to set specifications and minimum requirements. STATE;

ICN: 5340705072818

19.22B  ISpecify make & type as per paragraphs 1.9.2; 1.9.2.2.A

Make:

Type: STATE;

193  |Galvanised wire nails 75 mm will comply with set specifications and minimum
requirements and lengths to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Wire nails will be galvanised, and SANS (SABS) approved.

e Wire nail shaft diameter 3.15 mm.

e Wire nail head diameter 7 mm.

e Wired nails shaft size 75 mm.

e Wired nails will have Checkered heads.
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e Wired nails will supply in 2 kg packets. STATE;
1931A  WIRE NAILS GALVANISED DIAMETER 4 MM LENGTH 75 MM WILL BE
SUPPLIED, DELEVERED, OFFLOADED AND COMPLY WITH MINIMUM
REQUIREMENTS in 2kg units.
ICN: 5315T05070049 STATE;
1931B ISpecify make & type as per paragraphs 1.9.3; 1.9.3.1 A
Make:
STATE;
Type:
194 Galvanised wire nails 100 mm will comply with set specifications and minimum
requirements and lengths as indicated hereunder and will be supplied, delivered, and
offloaded.
Specifications and minimum requirements:
e Wire nails will be galvanised, and SANS (SABS) approved.
e Wire nail shaft diameter 4 mm.
e Wire nail head diameter 10 mm.
e Wired nails shaft size 100 mm
e Wired nails will have Checkered heads. _
e Wired nails will supply in 2 kg packets. STATE;
1941A  WIRE NAILS GALVANISED DIAMETER 4 MM LENGTH 100 MM WILL BE
SUPPLIED, DELEVERED, OFFLOADED AND COMPLY WITH MINIMUM
REQUIREMENTS in 2kg units. STATE;
ICN: 5315T05070050
19418  ISpecify make & type as per paragraph 1.9.4; 1.9.4.1 A
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Make:

Type:

STATE;

195

Galvanised wire nails 125 mm will comply with set specifications and minimum
requirements and lengths to be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Wire nails will be galvanised, and SANS (SABS) approved.
Wire nail shaft diameter 5 mm.
Wire nail head diameter 10 mm.
Wired nails shaft size 125 mm.
Wired nails will have Checkered heads.
e Wired nails will be supplied in 2 kg packets.

STATE;

19518B

WIRE NAILS GALVANISED DIAMETER 5 MM LENGTH 125 MM WILL BE
SUPPLIED, DELEVERED, OFFLOADED AND COMPLY WITH MINIMUM
REQUIREMENTS in 2kg units.

ICN: 5315T05070051

STATE;

1.9518B

Specify make & type as per paragraphs 1.9.5; 1.9.5.1 A

Make:

Type:

STATE;

1.9.6

Self-drilling roofing screws for steel work will comply with set specifications
and minimum requirements and lengths to be supplied, delivered, and
offloaded.

Specifications and minimum requirements:
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e Self-drilling roofing screws for steelwork will be according to SANS (SABS)
standards.

e Thickness of self-drilling roofing screws 6 mm.

e Width of self-drilling roofing screws head 5/16.

e Self- drilling roofing screws to be supplied and delivered by the successful
tenderer as and when requested in the following lengths as set out in
paragraphs
1.9.7.1Aand 1.9.7.2 A.

STATE;

196.1A

SELF-DRILLING ROOFING SCREWS LENGTHS OF 42 MM to screw into steel will
comply with set specifications and minimum requirements to be supplied, delivered,
and offloaded.

ICN: 5340705072821

STATE;

196.18B

Specify make & type as per paragraphs 1.9.6; 1.9.6.1 A

Make:

Type:

STATE;

19.6.2A

SELF-DRILLING ROOFING SCREWS LENGTHS OF 75 MM to screw into steel will
comply with set specifications and minimum requirements to be supplied, delivered,
and offloaded.

ICN: 5340705072822

STATE;

19.6.28B

Specify make & type as per paragraphs 1.9.6; 1.9.6.2.A

Make:

Type:
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STATE;

1.9.7

Self-drilling roofing screws for steel work will comply with set specifications and
minimum requirements and lengths to be supplied, delivered, and offloaded.

Specifications and minimum requirements:

e Self-drilling roofing screws for steelwork will be according to SANS (SABS)
standards.

e Thickness of self-drilling roofing screws 6 mm.

e Width of self-drilling roofing screws head 5/16.

e Self- drilling roofing screws to be supplied and delivered by the successful
tenderer as and when requested in the following lengths as set out in paragraph
3.9.7.1 A.

STATE;

19.71A

SCREW SELF-TAPPING, HEXAGON HEAD 12 X 65 as per set specifications and
minimum requirements to be supplied, delivered, and offloaded.

ICN: 5305T05002853

STATE;

19.718B

Specify make & type as per paragraphs 1.9.7,1.9.7.1 A

Make:

Type:

STATE;

1.9.8

Ceiling suspended, wall angle, main Tee, cross tee for suspended ceilings SANS
(SABS) will comply with set specifications and minimum requirements to be supplied,
delivered, and offloaded.

Specifications and minimum requirements:
e Web height: 38 mm
e Exposed face: 24 mm
e Length 3600 mm each
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¢ Visible areas colour white and was able.
e None visible areas will be galvanised.

STATE;

Signature

1981A ICEILING SUSPENDED MAIN TEE 3.6 M FOR SUSPENDED CEILINGS
SANS(SABS) AS PER SPECIFICATIONS and minimum requirements to be supplied,
delivered, and offloaded.
STATE;
ICN: 5330705043734
1981B ISpecify make & type as per paragraphs 1.9.8; 1.9.8.1 A
Make:
STATE;
Type:
1982A ICEILING SUSPENDED CROSS TEE 0.6 M as per set specifications and minimum
requirements to be supplied, delivered, and offloaded.
STATE;
ICN: 5330T05043735
1982B  ISpecify make & type as per paragraphs 1.9.8; 1.9.8.2 A
Make:
Type: STATE;
1.983A  ICEILING SUSPENDED CROSS TEE 1.2 M FOR SUSPENDED CEILINGS SANS
(SABS) AS PER SPECIFICATIONS and minimum requirements to be supplied,
delivered, and offloaded.
STATE;
ICN: 5330705071985
1983B  |Specify make & type as per paragraphs 1.9.8; 1.9.8.3 A
Make:
Company name Date
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Type:

STATE;

1984A

CEILING SUSPENDED WALL ANGLE 3.6 M FOR SUSPENDED CEILINGS SANS
(SABS) AS PER SPECIFICATIONS TO BE SUPPLIED AND DELIVERED and
offloaded.

ICN: 5330705071984

STATE;

19848B

Specify make & type as per paragraphs 1.9.8; 1.9.8.4 A

Make:

Type:

STATE;

1.9.9

Suspended, ceiling, Rhino, vinyl, ceiling boards, 1200 mm x 600 mm for suspended
ceilings SANS (SABS) will comply with set specifications and minimum requirements
to be supplied and delivered and offloaded.

Specifications and minimum requirements:

Application: For suspended ceilings
Dimensions 1200 mm x 600 mm
Thickness; 12 mm

Type: Square edge

Finish: Vinyl (to clean easy)

STATE;

1991A

CEILING SUSPENDED RHINO VINYL CEILING BOARDS 1.2 X 0.6 M FOR
SUSPENDED CEILINGS SANS (SABS) AS PER SPECIFICATIONS TO BE
SUPPLIED AND DELIVERED and offloaded.

ICN: 5330705071986

STATE;

19918B

Specify make & type as per paragraphs 1.9.9; 1.9.9.1 A
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Make:

Type: STATE;
19.10  Wire binding galvanised, 1.6 mm will comply with set specifications and minimum re-
quirements to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
STATE;
e Wire will be galvanised wire.
e Thickness of wire 1.6 mm
e Must be supplied in 5 kg units.
19.101A WIRE BINDING, GALVANISED, 1.6 MM galvanised as per set specifications and
minimum requirements to be supplied delivered and offloaded.
ICN: 9505T05066299 STATE;
19.101B |Specify make & type as per paragraphs 1.9.10; 1.9.10.1 A
Make:
STATE;
Type:
1911  |All requirements and items in paragraphs 1.9.8, 1.9.9 and 1.9.8.10 will function
as a unit when installed, if not it will be returned, and the correct items will be STATE;
supplied for the cost of the supplier as and when required.
119 IACCESSORIES
1.10.1

Drive nails 6 x 40 mm will comply to set specifications and minimum requirements to
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be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Length 40 mm
e Thickness 6 mm
e Nylon plug
e Must be supplied in 100 units per box.

STATE;

1.10.1.1A

DRIVE NAILS, 6 X 40 MM, NAIL IN ANCHORS, NYLON, COUNTERSUNK to set
specifications and minimum requirements to be supplied delivered and offloaded.

ICN: 5315T05086586

STATE;

1.10.1.1 B

Specify make & type as per paragraphs 1.10.1; 1.10.1.1 A

Make:

Type:

STATE;

1.10.2

Drive nails 6 x 60 mm will comply to set specifications and minimum requirements to
be supplied, delivered, and offloaded.

Specifications and minimum requirements:
e Length 60 mm
e Thickness 6 mm
e Nylon plug
e Must be supplied in 100 units per box.

STATE;

1.10.2.1 A

DRIVE NAILS 6 X 60 MM NAIL IN ANCHORS, NYLON, COUNTERSUNK as per set
specifications and minimum requirements to be supplied delivered and offloaded.

ICN: 5315T05086587

STATE;
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1.10.2.1B

Specify make & type as per paragraphs 1.10.2; 1.10.2.1 A

Chip board screws 4 x 20 mm will comply to set specifications and minimum require-
ments to be supplied, delivered, and offloaded.

Specifications and minimum requirements:

e Length 20 mm
e Thickness 4 mm

Make:
Type: STATE;
1103 |Drive nails 8 x 80 mm will comply to set specifications and minimum requirements to
be supplied, delivered, and offloaded.
Specifications and minimum requirements:
e Length 80 mm
e Thickness 8 mm
e Nylon plug STATE;
e Must be supplied in 100 units per box.
110.31A IDRIVE NAILS 8 X 80 MM NAIL IN ANCHORS NYLON, COUNTERSUNK as per set
specification s and minimum requirements to be supplied delivered and offloaded.
ICN: 5315T05086588 STATE;
11031B ISpecify make & type as per paragraphs 1.10.3; 1.10.3.1 A
Make:
Type: STATE;
1.10.4
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e Fully threaded.
e Must be supplied in 100 units per box.

STATE;

11041A |CHIP BOARD SCREWS 4 X 20 MM, FULLY THREADED, PHILIP HEAD (8 X 20
MM), (YELLOW PASSIVATED) as per set specifications and minimum requirements
to be supplied delivered and offloaded. STATE;
ICN: 5305T05086589
110418 |Specify make & type as per paragraphs 1.10.4; 1.10.4.1 A
Make:
Type: STATE;
1.10.5 Chip board screws 4 x 40 mm will comply to set specifications and minimum re-
guirements to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
e Length 40 mm
e Thickness 4 mm
e Smooth shank STATE;
e Must be supplied in 100 units per box.
11051A ICHIP BOARD SCREWS, 4 X 40 MM, SHANKED, PHILIP HEAD (8 X 40 MM),
(YELLOW PASSIVATED) as per set specifications and minimum requirements to be
supplied delivered and offloaded.
STATE;

ICN: 5305T05086590
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11051B ISpecify make & type as per paragraphs 1.10.5; 1.10.5.1 A
Make:
STATE;
Type:
1.10.6 Chip board screws 4 x 60 mm shanked, Philip head will comply to set specifications
and minimum requirements to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
e Length 60 mm
e Thickness 4 mm
e Smooth shank (yellow passivated) STATE;
e Must be supplied in 100 units per box.
110.61A ICHIP BOARD SCREWS, 4 X 60 MM, SHANKED, PHILIP HEAD (8 X 60 MM),
(YELLOW PASSIVATED) as per set specifications and minimum requirements to be
supplied delivered and offloaded. STATE;
ICN: 5305T05086591
1.106.1B |Specify make & type as per paragraphs 1.10.6; 1.10.6.1 A
Make:
Type: STATE;
1.10.7 |Chip board screws 6 x 120 mm shanked, Philip head, will comply to set specifications
and minimum requirements to be supplied, delivered, and offloaded.
Specifications and minimum requirements:
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Length 120 mm
Thickness 4 mm
Smooth shank (yellow passivated)
Must be supplied in 100 units per box. STATE;

1107.1A |CHIP BOARD SCREWS, 6 X 120 MM, SHANKED, PHILIP HEAD (8 X 120 MM),
(YELLOW PASSIVATED) as per set specifications and minimum requirements to be
supplied delivered and offloaded.

STATE;
ICN: 5305T05086592
110718 |Specify make & type as per paragraphs 1.10.7; 1.10.7.1 A
Make:
Type: STATE;
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