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3y SCOPE

.1 General. This specification relates to the supply and manufacture of a belt. This
specification also governs the testing and acceptance of the belt as well as the construction,
maintenance, quality and safety thereof,

1.2 Purpose. The purpose of this specification is to establish uniform practices to ensure
the inclusion of essential requirements.

1.3 Mandatory requirement. All tenderers are to comply with paragraphs 6.2 to 6.4 of this
specification. Tenderers shall submit the completed tender documentation by the closing date

and time. Failure to comply herewith shall lead to the disqualification of the tender.
1.4 Item name. The approved item name assigned to this item shall be :

BELT, TROUSERS

2. APPLICABLE DOCUMENTS TENDERER'S OFFERS
OR COMMENTS

2.1  General. The latest editionsrevisions of the following documents
shall form part of this specification to the extent specified herein.

2.2 SA Government documents.
2.2.1 Depariment of Defence : General Bid Conditions (G.B.C."s),

222 This document is available from the Secretary for Defence
(Attention : Chief of Acquisition and Procurement), Private Bag X910,
Pretoria, 0001, or from any of the Department’s Procurement entities.

23  SA Navy documents.

2.3.1 As listed in table of contents under appendices of this document,
2.4 Standards/Specifications.

2.4.1 BS 1134 : Assessment of surface texture.

242 BS 2870 : Rolled copper and copper alloys: sheet, strip and foil.

243 BS 2874 : Copper and Copper alloy rods and sections (other than
forging stock).

2.44 BS 4500 : ISO limits and fits.

245 CSK 129: Colours for textiles.

2.4.6 IS0 1302 : Technical drawings — method of indicating surface texture
on drawings.

247 QMG 202/80 : Corrugated board boxes for clothing.
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3. REQUIREMENTS

3.1  General. The manufacture of this item shall be in accordance with the
documentation referred to herein. Unless otherwise stated, all dimensions are
indicated in millimetres, All queries regarding design parameters and
manufacturing details shall be referred directly to the Item Specification
Section, Naval Engineering Section, Fleet Command, Simon's Town.
Telephone no.: 021 787 4387/4391/3274.

3.2 Material. All materials required for the manufacture of the belt shall
be supplied by the Contractor. The belt shall be manufactured from nylon
webbing and shall comply with the requirements as shown in TABLE 1. The
colour shall be an acceptable match to colour No. 300c “SAN WHITE" of
SANS CKS 129 or No. 340¢ “JET BLACK” of SANS CKS 129 (refer Table
2 for colour),

TABLE 1 : Nylon webbing specification.

PROPERTY REQUIREMENTS
Fibre composition, 100% continuous filament
nylon _ i
Weave. See diagram
Width
Min. 29 mm
Max. 32 mm ]
Mass per unit length (min.) 4600 g / 100 meter
Number of threads in full width (min.)
Warp. 352
Binders. 19
Picks (min.) 85 per 10 em
| Thickness (max.) 2,3 mm
Colour fastness to washing, rating (min.)
Colour change. +
Staining 4
Weave Diagram.
B F B F ] Bi
X X B
X O F
X X X B
X & F
X and O indicate warp up
F = front
B = back
Bi = binder

TENDERER'S OFFERS
OR COMMENTS
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3.3  Design. The buckle shall have the form, dimensions, tolerances and
surface finishes as specified in the engineering drawings supplied as part of
this specification.

3.4  Buckies and tips. Top plate, bottom plate, lock plate and the tip shall
be manufactured from Brass sheet that complies with the relevant
requirements for Designation CZ101 (90/10 Brass) condition 4H of BS 2870,
The nominal thickness of the Logo shall be 1,5 mm. The SA Navy Crest or
the Submariners Logo shall be stamped on the top plate. The thickness of the
top plate, bottom plate and lock plate shall be | mm and the tip 0,6 mm. The
roller shall be manufactured from Brass rod that complies with the relevant
requirements for Designation CZ112 (Naval Brass) of BS 2874. The nominal
diameter of the roller shall be 3 mm. The complete buckle shall be gold plated
to | micron thickness (content 995 parts per 1000),

3.4.1 Arwork (Logo and Crest). The SA Navy Crest and Submariner's
logo, as required, shall be stamped centrally onto the top plate. The artwork
for the SA Navy Crest and the Submariner’s Logo shall be supplied by the
SA Navy in electronic format and shall remain the property of the SA Navy.
The artwork shall be retumed to the SA Navy on completion of each order.
For artwork details, the Contractor shall contact the following person or
his/her duly authorized delegate :

S02 : Clothing
Tel. : 021 787 4558
Fax. : 021 787 5713

3.4.2 Buckle assembly. The assembled buckle shall be such that there shall
be no relative movement between the top plate and the bottom plate. In the
unlocked position, the lock plate shall swivel freely between the two eyes.
When the lock plate is moved to the locked position, the teeth shall be such as
to securely grip the fixed end of the webbing. The roller shall move freely in
the slot provided between the top plate and the bottom plate and shall securely
grip the loose end of the webbing when the belt shall be drawn tight. The
construction of a finished tip shall be such that it shall not be possible to
remove the tip from the webbing during normal handling.

3.5  Size and make-up of belt. The belt size and colour shall be as shown
in TABLE 2. The belt shall be manufactured from webbing, one end shall be
secured in a buckle and the other end in a belt tip. The free end of the belt
(buckle end) shall be suitably finished to prevent fraying.

TABLE 2 : Belt sizes.

NSN Colour Finished length Buckle type
8440-18-185-1376 White 1295 Navy Crest
8440-18-185-1378 White 1295 Submaniner's Logo
8440-18-185-1380 Black 1295 Navy Crest
8440-18-185-1383 Black 1295 Submariner’s Logo

TENDERER'S OFFERS
OR COMMENTS
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3.6 Workmanship. A good standard of workmanship shall be used in the
manufacture of this item. Requirements shall, where applicable and
practicable, cover attributes such as finish, uniformity, freedom of defects,
sharp edges, burrs or any feature that can readily be verified by physical
inspection to determine if the product is to be accepted or rejected.

4 QUALITY ASSURANCE

4.1  Responsibility for ection. Unless otherwise specified in the order
or contract, the Contractor shall be responsible for the performance of all
inspections required to ensure compliance with this specification. Except as
otherwise specificd, the Contractor may utilise his own facilities or any
commercial laboratory acceptable to the SA Navy authorities. The SA Navy
however, reserves the right to perform any inspection, where these are
deemed necessary, to assure that supplies and services conform to prescribed
requirements.

4.2  Inspection control. The items may be subject to inspection during the
course of manufacture. The duly authorized delegate(s) of the SA Navy shall,
during normal working hours, be granted access to all facilities to perform
his/her duties. The SA Navy's delegate(s) shall have the right of entry into the
Contractor’s factory or works of any sub-contractor where work supplied to
this specification may be in progress. The Contractor may inspect the finished
items for compliance with this specification before submitting it to the
SA Navy for final inspection. Before acceptance, the items shall have been

inspected and tested by the SA Navy and be found to comply with the
requirements of this specification.

43  Acceptance. Although the Contractor shall primarily be responsible to
see that these items conform to this specification, the SA Navy shall subject it
to acceptance. Furthermore, the SA Navy reserves the right to carry out
inspection of these items on the manufacturer's premises at any stage during
or after manufacture thereof.

44  Dewviations. No deviations from this specification or any laid down
process, treatmen! or procedures as sel out in this specification shall be
allowed except with the prior approval of the SA Navy. Applications should
be made to the Item Specification Section, Naval Engineering Section, Fleet
Command, Simon’s Town - Telephone no.: 021 787 4387/3274.

5. PREFPARATION AND DELIVERY

5.1  Packaging. The items shall be delivered in a clean, dry and
commercially acceptable condition and shall be so packed that it shall not be
damaged in transit or storage. Unless otherwise specified in the order or
contract, each item shall be packed in a suitable container.

5.2 Marking. A label attached to the item shall legibly and indelibly be
marked with the following :

a. The manufacturer's trade name or trademark or both.

TENDERER'’S OFFERS
OR COMMENTS
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The item size as indicated on drawings.

The year of manufacture.

d. The National Stock Number : SEE TABLE 2

5.3  Containers. Each container shall have a label securely attached to the
outside at one end. This label shall be visible when the containers are stacked
and shall provide the following information in legible and indelible marking :

a.
b.

C.

d,

€.

f

Manufacturer's name or trademark or both.
Year of manufacture.

Approved Item Name : BELT, TROUSERS
Overall dimensions.

Quantity.

The National Stock Number : SEE TABLE 2

5.4  Documentation. One container of each consignment shall be marked
DOCUMENTS and shall centain the following :

a.

Packing slip or delivery note.

Where applicable, the Inspection Certificate(s).
A copy of the nvoice showing the following ;
i.  The order number.

1. The financial authority number,

m. A full description of the consignment. That is item, size and
quantity etc.

3.5  Additional marking. @ Where so required by the SA Navy,
manufactured items or containers shall bear information additional to those

specified in paragraphs 5.2 and 5.3.

5.6  Delivery. The Contractor shall deliver the items in an undamaged
condition to the SA Naval Stores Depot stipulated in the relevant order.

3.7 Data to be supplied. The Contractor shall submit the following
information :

a.

Unit mass. The measured mass of the item unencumbered by
packing or packing material.

Storage space. The storage required for the item in order to
provide maximum serviceability.

TENDERER'S OFFERS
OR COMMENTS
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6. NOTES

6.1  Definitions. For the purpose of this specification, the following definitions shall apply :

6.1.1 Acceptable. Acceptable to the SA Navy.
6.1.2 Nominal. Subject to the tolerances normal to good manufacturing practice.

6.2 Offers and comments. Where items are specified in detail, the specifications shall form
an integral part of the tender document and tenderers shall indicate in the space provided
whether the items offered are to specification or not. Responses such as “YES”, “OK”,
“N/A”, *NOTED?", ticks, crosses, numerical values and amalgamated/united response(s)
to paragraphs shall not be acceptable (refer paragraphs 6.3 and 6.4).

6.3  Comphlance. In respect of the paragraphs where the items offered are strictly to
specification, tenderers shall insert the words “comply”’,

6.4  Non-compliance. In cases where the items are not to specification, the deviations from
the specification shall be indicated. Tenderers shall insert the words “do not comply”. A
separate attached signed letterhead shall be used if space provided is inadequate for this
purpose. It shall clearly list the relevant paragraph(s) and the deviation(s) from that stated.

6.5  Validation. The SA Navy reserves the right to confirm or validate with tenderers any
aspect of this specification or feedback received during the technical evaluation phase. The SA
Navy also reserves the right to obtain samples for evaluation purposes.

6.6  Purpose. This specification shall not be used for any purpose other than tendering or
manufacturing. No alterations shall be allowed without the consent of the Chief of the Navy or
his authorized representatives.

6.7  Documentation. This specification and any relevant drawings, patterns or samples or
any other information issued in conjunction herewith, may only be used for specific enquiries
and tenders or orders placed by the South African Navy or its authorised representatives.

6.8 Authonzation. This specification remains the property of the South African Navy and
unless authorized in writing, shall be returned.
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